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SYMBOLS

Pump Switch

Detergent

Steam Combination

Hour Meter

Motor Overload
When the light is on, it means the overload is tripped.
Reset overload.

Pilot Light
When the light is on, it means there is power to the pilot control. 
If there is no light, see troubleshooting guide.

Voltage
When the light is on, it means power supply is on

Burner Switch

Not all machines have all symbols

Identifi cation of Operational Label Symbols



1.109-691.0  921N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/228 GPH
● Pump Pressure At Pump Head: 2300 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 6.2
● Machine Voltage: 208VAC/60Hz/1Ph
● Total Machine Amperage: 28 Amps
● Machine Weight: 560 Lbs.
● Shipping Weight: 620 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-692.0  926N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/228 GPH
● Pump Pressure At Pump Head: 2000 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 5
● Machine Voltage: 575VAC/60Hz/3Ph
● Total Machine Amperage: 7 Amps
● Machine Weight: 555 Lbs.
● Shipping Weight: 610 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-695.0  943P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 2000 PSI
● Burner Type: LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 5.0
● Machine Voltage: 230VAC/60Hz/1Ph
● Total Machine Amperage: 25 Amps
● Machine Weight: 550 Lbs.
● Shipping Weight: 610 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-696.0  943N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 2000 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 5.0
● Machine Voltage: 230VAC/60Hz/1Ph
● Total Machine Amperage: 25 Amps
● Machine Weight: 550 Lbs.
● Shipping Weight: 610 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-697.0  944P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 2000 PSI
● Burner Type:  LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 5.0
● Machine Voltage: 230VAC/60Hz/3Ph
● Total Machine Amperage: 16 Amps
● Machine Weight: 545 Lbs.
● Shipping Weight: 605 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-693.0  942P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 2000 PSI
● Burner Type:  LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 5.0
● Machine Voltage: 208VAC/60Hz/3Ph
● Total Machine Amperage: 18 Amps
● Machine Weight: 545 Lbs.
● Shipping Weight: 605 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-694.0  942N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 2000 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 5.0
● Machine Voltage: 208VAC/60Hz/3Ph
● Total Machine Amperage: 18 Amps
● Machine Weight: 545 Lbs.
● Shipping Weight: 605 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21",
 Height=51"

1.109-698.0  944N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 2000 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 5.0
● Machine Voltage: 230VAC/60Hz/3Ph
● Total Machine Amperage: 16 Amps
● Machine Weight: 545 Lbs.
● Shipping Weight: 605 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21",
 Height=51"

1.109-699.0  945P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 2000 PSI
● Burner Type: LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 5.0
● Machine Voltage: 460VAC/60Hz/3Ph
● Total Machine Amperage: 8 Amps
● Machine Weight: 545 Lbs.
● Shipping Weight: 605 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21",
 Height=51"

1.109-700.0  945N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 2000 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 5.0
● Machine Voltage: 460VAC/60Hz/3Ph
● Total Machine Amperage: 8 Amps
● Machine Weight: 545 Lbs.
● Shipping Weight: 605 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"



1.109-704.0 1453P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type:  LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 7.5
● Machine Voltage: 230VAC/60Hz/1Ph
● Total Machine Amperage: 34 Amps
● Machine Weight: 610 Lbs.
● Shipping Weight: 670 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-705.0 1453N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 7.5
● Machine Voltage: 230VAC/60Hz/1Ph
● Total Machine Amperage: 34 Amps
● Machine Weight: 610 Lbs.
● Shipping Weight: 670 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-706.0 1454P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type:  LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 7.5
● Machine Voltage: 230VAC/60Hz/3Ph
● Total Machine Amperage: 25 Amps
● Machine Weight: 605 Lbs.
● Shipping Weight: 665 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-702.0 1452P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type:  LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 7.5
● Machine Voltage: 208VAC/60Hz/3Ph
● Total Machine Amperage: 24 Amps
● Machine Weight: 605 Lbs.
● Shipping Weight: 665 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-707.0 1454N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 7.5
● Machine Voltage: 230VAC/60Hz/3Ph
● Total Machine Amperage: 24 Amps
● Machine Weight: 605 Lbs.
● Shipping Weight: 665 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-703.0 1452N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 7.5
● Machine Voltage: 208VAC/60Hz/3Ph
● Total Machine Amperage: 24 Amps
● Machine Weight: 605 Lbs.
● Shipping Weight: 655 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-708.0 1455P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type:  LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 7.5
● Machine Voltage: 460VAC/60Hz/3Ph
● Total Machine Amperage: 12 Amps
● Machine Weight: 605 Lbs.
● Shipping Weight: 665 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-709.0 1455N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 7.5
● Machine Voltage: 460VAC/60Hz/3Ph
● Total Machine Amperage: 12 Amps
● Machine Weight: 605 Lbs.
● Shipping Weight: 665 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-701.0 1451N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 8.2
● Machine Voltage: 208VAC/60Hz/1Ph
● Total Machine Amperage: 36.5 Amps
● Machine Weight: 615 Lbs.
● Shipping Weight: 675 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-710.0 1456N SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type: Natural Gas Fired, 364,835 BTU/Hr.
● Motor Hp: 8.2
● Machine Voltage: 575VAC/60Hz/3Ph
● Total Machine Amperage: 10 Amps
● Machine Weight: 615 Lbs.
● Shipping Weight: 675 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"



1.109-713.0 1473N SPECIFICATIONS
● Pump Volume At Pump Head: 5 GPM/300 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type: Natural Gas Fired, 390,025 BTU/Hr.
● Motor Hp: 10 HP
● Machine Voltage: 230VAC/60Hz/1Ph
● Total Machine Amperage: 42 Amps
● Machine Weight: 617 Lbs.
● Shipping Weight: 677 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-714.0 1474N SPECIFICATIONS
● Pump Volume At Pump Head: 5 GPM/300 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type:  LP Gas Fired, 390,025 BTU/Hr.
● Motor Hp: 10 HP
● Machine Voltage: 230VAC/60Hz/3Ph
● Total Machine Amperage: 29 Amps
● Machine Weight: 620 Lbs.
● Shipping Weight: 680 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-948.0  921P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 2300 PSI
● Burner Type: LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 6.2
● Machine Voltage: 208VAC/60Hz/1Ph
● Total Machine Amperage: 28 Amps
● Machine Weight: 560 Lbs.
● Shipping Weight: 620 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 

Height=51"

1.109-949.0  926P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 2000 PSI
● Burner Type: Natural Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 5.0
● Machine Voltage: 575VAC/60Hz/3Ph
● Total Machine Amperage: 7 Amps
● Machine Weight: 555 Lbs.
● Shipping Weight: 610 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 

Height=51"

1.109-711.0 1473P SPECIFICATIONS
● Pump Volume At Pump Head: 5 GPM/300 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type: LP Gas Fired, 378,617 BTU/Hr.
● Motor Hp: 10 HP
● Machine Voltage: 230VAC/60Hz/1Ph
● Total Machine Amperage: 42 Amps
● Machine Weight: 617 Lbs.
● Shipping Weight: 677 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21",
  Height=51"

1.109-712.0 1474P SPECIFICATIONS
● Pump Volume At Pump Head: 5 GPM/300 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type:  LP Gas Fired, 378,617 BTU/Hr.
● Motor Hp: 10 HP
● Machine Voltage: 230VAC/60Hz/3Ph
● Total Machine Amperage: 29 Amps
● Machine Weight: 620 Lbs.
● Shipping Weight: 680 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-950.0 1451P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type:  LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 8.2 HP
● Machine Voltage: 208VAC/60Hz/1Ph
● Total Machine Amperage: 36.5 Amps
● Machine Weight: 615 Lbs.
● Shipping Weight: 675 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-951.0 1456P SPECIFICATIONS
● Pump Volume At Pump Head: 4.0 GPM/234 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type:  LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 8.2 HP
● Machine Voltage: 575VAC/60Hz/1Ph
● Total Machine Amperage: 10 Amps
● Machine Weight: 615 Lbs.
● Shipping Weight: 675 Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-952.0 1475P SPECIFICATIONS
● Pump Volume At Pump Head: 5.0 GPM/300 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type:  LP Gas Fired, 360,997 BTU/Hr.
● Motor Hp: 10 HP
● Machine Voltage: 208VAC/60Hz/3Ph
● Total Machine Amperage: *** Amps
● Machine Weight: *** Lbs.
● Shipping Weight: *** Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"

1.109-953.0 1475N SPECIFICATIONS
● Pump Volume At Pump Head: 5.0 GPM/300 GPH
● Pump Pressure At Pump Head: 3000 PSI
● Burner Type:  LP Gas Fired, 378,617 BTU/Hr.
● Motor Hp: 10 HP
● Machine Voltage: 208VAC/60Hz/3Ph
● Total Machine Amperage: *** Amps
● Machine Weight: *** Lbs.
● Shipping Weight: *** Lbs.
● Exhaust Stack Size: 8"
● Machine Dimensions: Length=47.5", Width=21", 
 Height=51"
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WARNING: If the information in this manual is 
not followed exactly, a fi re or explosion may 
result causing property damage, personal 

injury or death.

Do not store or use gasoline or other fl ammable 
vapors and liquids in the vicinity of this or any 
other appliance.

WHAT TO DO IF YOU SMELL GAS

•  Do not try to light any appliance.

•  Do not touch any electrical switch; do not 
use any phone in your building.

•  Immediately call your gas supplier from a 
neighbor's phone.  Follow the gas supplier's 
instructions.

•  If you cannot reach your gas supplier, call 
the fi re department.

Installation and service must be performed 
by a qualifi edinstaller, service agency or the 
gas supplier.

INTRODUCTION & IMPORTANT SAFETY INFORMATION

Thank you for purchasing this Pressure Washer.
We reserve the right to make changes at any time 
without incurring any obligation.

Owner/User Responsibility:
The owner and/or user must have an understand-
ing of the manufacturer’s operating instructions and 
warnings before using this pressure washer. Warning 
information should be emphasized and understood. 
If the operator is not fl uent in English, the manufac-
turer’s instructions and warnings shall be read to and 
discussed with the operator in the operator’s native 
language by the purchaser/owner, making sure that 
the operator comprehends its contents.

Owner and/or user must study and maintain for future 
reference the manufacturers’ instructions.

The operator must know how to stop the machine 
quickly and understand the operation of all controls. 
Never permit anyone to operate the engine without 
proper instructions.

SAVE THESE INSTRUCTIONS

This manual should be considered a permanent 
part of the machine and should remain with it if 
machine is resold.

When ordering parts, please specify model and
serial number. Use only identical replacement 
parts.

This machine is to be used only by trained operators.

IMPORTANT SAFETY 
INFORMATION

WARNING: If you do not follow these instructions 
exactly, a fi re or explosion may result, causing 
property damage, personal injury or loss of life.

WARNING: To reduce the risk of 
injury, read operating instruc-
tions carefully before using.

1.  Read the owner's manual thor-
oughly. Failure to follow instruc-
tions and warnings could cause 
malfunction of the machine and 
result in death, serious bodily 
injury and/or property damage.

 2. Know how to stop the machine and bleed pres-
sure quickly. Be thoroughly familiar with the 
controls.

 3. Stay alert — watch what you are doing.

 4. Use only your hand to push in or turn the gas 
control knob. Never use a tool. If the knob will 
not push in or turn by hand, don't try to repair it; 
call a qualifi ed service technician.

 5. All installations must comply with local codes. 
Contact your electrician, plumber, utility company 
or the selling distributor for specifi c details.

DANGER: Improper connection of the equipment-
grounding conductor can result in a risk of 
electrocution. Check with a qualifi ed electrician 
or service personnel if you are in doubt as to 
whether the outlet is properly grounded. 

DANGER: Keep wand, hose, 
and water spray away from 
electric wiring or fatal electric 
shock may result.

6 . To  p r o t e c t  t h e  o p e ra -
tor from electrical shock, the 
machine must be electrically 
grounded. It is the responsibility 
of the owner to connect this

  machine to a grounded receptacle of prop-
er voltage and amperage ratings. Do not 
spray water on or near electrical components. 
Do not touch machine with wet hands or while 
standing in water. Always disconnect power 
before servicing.

READ OPERATOR’S 
MANUAL THOROUGHLY 

PRIOR TO USE.

KEEP WATER
SPRAY AWAY FROM 

ELECTRICAL WIRING.

DANGER
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IMPORTANT SAFETY INFORMATION

RISK OF EXPLOSION: 
IF GAS SMELL PRESENT

TURN OFF SUPPLY

WARNING WARNING: Flammable liquids 
can create fumes which can 
ignite, causing property dam-
age or severe injury.

WARNING: Risk of explosion — 
Operate only where open fl ame 
or torch is permitted. Do not 
spray fl ammable liquids.

RISK OF FIRE. 
DO NOT ADD FUEL 
WHEN OPERATING 

MACHINE.

WARNING WARNING: Risk of fi re — Do not 
change LP tanks when the 
product is operating or still hot. 

WARNING: Use vapor fuel only.

7.  Gas appliances shall be 
installed only in locations 
where combustible dusts and 
fl ammable gases or vapors 
are not present. Do not store 
or use gasoline near this 
machine.

WARNING: In the event of a pilot outage, wait 
at least fi ve minutes to clear out any gas before 
relighting.

 8. Keep operating area clear of all persons.

WARNING

USE PROTECTIVE 
EYE WEAR

AND CLOTHING 
WHEN OPERATING
THIS EQUIPMENT.

WARNING: High pressure spray 
can cause paint chips or other 
particles to become airborne 
and fl y at high speeds. To avoid 
personal injury, eye, hand and 
foot safety devices must be 
worn.

 9.  Eye, hand, and foot protec-
tion must be worn when 
using this equipment.

WARNING

EAR PROTECTION 
MUST BE WORN

WARNING: This machine ex-
ceeds 85 db appropriate ear 
protection must be worn.

WARNING

RISK OF INJURY. 
HOT SURFACES 

CAN CAUSE BURNS

WARNING: Risk of injury. Hot 
surfaces can cause burns. Use 
only designated gripping areas 
of spray gun and wand. Do not 
place hands or feet on non-in-
sulated areas of the pressure 
washer.

10.  To reduce risk of injury, close supervision is neces-
sary when a machine is used near children. Do not 
allow children to operate pressure washer. This 
machine must be attended during operation.

 

TRIGGER GUN KICKS 
BACK - HOLD WITH 

BOTH HANDS

WARNING WARNING: Grip cleaning wand 
securely with both hands be-
fore starting. Failure to do this 
could result in injury from a 
whipping wand.

11.  Never make adjustments on 
machine while in operation.

12. Move spray gun trigger lever 
into locked position before

  inserting the high pressure nozzle into the quick 
coupler. Be certain all quick coupler fi ttings are 
secured before using pressure washer.

RISK OF INJECTION 
OR SEVERE INJURY 
TO PERSONS. KEEP 
CLEAR OF NOZZLE.

WARNING WARNING: High pressure de-
veloped by these machines will 
cause personal injury or equip-
ment damage. Keep clear of 
nozzle. Use caution when op-
erating. Do not direct discharge 
stream at people, or severe 
injury or death will result. 

 WARNING

PROTECT FROM 
FREEZING

WARNING: Protect machine 
from freezing.

13. To keep machine in best 
 operating conditions, it is 
 important you protect machine 
 from freezing. Failure to protect 
 machine f rom f reezing 
 could cause malfunction of the 
 machine and result in death, 

serious bodily injury, and/or property damage. Fol-
low storage instructions specifi ed in this manual.

 WARNING

RISK OF
ASPHYXIATION. USE 
THIS PRODUCT ONLY 

IN A WELL
VENTILATED AREA.

WARNING: Risk of asphyxiation. 
Use this product only in a well 
ventilated area. 

 14. Avoid installing machines in 
small areas or near exhaust 
fans. Adequate oxygen is 
needed for combustion or 
dangerous carbon monoxide 
will result.

 15. Manufacturer will not be liable for any changes 
made to our standard machines or any compo-
nents not purchased from us.

 16. The best insurance against an accident is precau-
tion and knowledge of the machine.
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IMPORTANT SAFETY INFORMATION

WARNING

RISK OF INJURY 
FROM FALLS WHEN 

USING LADDER.

WARNING: Be extremely careful 
when using a ladder, scaffold-
ing or any other relatively un-
stable location. The cleaning 
area should have adequate 
slopes and drainage to reduce 
the possibility of a fall due to 
slippery surfaces.

 

 17. Do not overreach or stand on unstable support. 
Keep good footing and balance at all times.

 18. Do not operate this machine when fatigued or 
under the infl uence of alcohol, prescription medi-
cations,  or drugs.

19.  Follow the maintenance instructions specifi ed in 
the manual.

WARNING: Use vapor fuel only.

20.  The LP models are designed to run on vapor pro-
pane fuel. Do not use liquid fuel. Have a qualifi ed 
serviceman install and service your equipment.

 21. Never expose a spark or fl ame where there may 
be unburned gas present.

22.  Install this machine about 2 feet from wall to 
provide adequate ventilation and servicing space. 
This equipment incorporates parts such as snap 
switches or similar parts that tend to produce arcs 
or sparks. Therefore, when located in a garage, 
it should be in a room or enclosure provided for 
the purpose or should be installed 18" (457mm) 
or more above the fl oor.

WARNING: To reduce the risk of electric shock, 
disconnect all electrical connections and shut-off 
gas valve before servicing.

 23. Install this machine on non combustible fl ooring.

 24. Do not allow acids, caustic or abrasive fl uids to 
pass through the pump.

 25. Never run pump dry or leave spray gun closed 
longer than 3 minutes.

WARNING: If connection is made to potable water 
supply, a back fl ow device must be provided.

26.  Exhaust gases should not be vented into a wall, a 
ceiling or a concealed space of a building. A draft 
diverter must be installed to prevent down draft 
and to allow cooling of exhaust temperatures. 
Down draft diverters shall be installed in the 
vents and located at a distance from the 
pressure washer stack to achieve maximum 
draft of 36" minimum. Exhaust gases that 
exceed 470°F (243°C) are not suitable for 
connection to Type B gas vents.

98033250-4

Example of Down Draft Diverter for 
Gas Fired Machines

Follow the maintenance instructions 
specifi ed in the manual. 
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COMPONENT IDENTIFICATION

Pump — Develops high pressure by pumping water 
volume through nozzle.

Spray Gun — Controls the application of water and 
detergent onto cleaning surface with trigger device. 
Includes safety latch.

Detergent Metering Valve —  Controls detergent 
mixture.

Wand — Must be connected to the spray gun. 

High Pressure Hose — Connect one end to water 
pump discharge nipple and the other end to spray gun.

Pressure Nozzle — Inserted into wand quick coupler 
to develop pressure

Adjustable Thermostat — Prevents water tempera-
ture from exceeding high temperatures. Is not used to 
maintain constant temperature setting.

Safety Trigger Lever — Prevents accidental triggering 
of spray gun while inserting a high pressure nozzle.

98033240-13

GROUND

GROUND

EXPOSED PULLEYS AND 

BELTS CAN CAUSE IN
JURY

KEEP CLEAR WHILE MACHINERY  

IS OPERATING

POLEAS Y CORREAS EXPUESTAS  

PUEDEN CAUSAR DAÑO

NO SE ACERQUE SI M
ÀQUINA ESTÁ FUNCIONANDO

DES COURROIES OU POULIES EXPOSÉES  

PEUVENT CAUSER DES BLESSURES

NE PAS S’APPROCHER LORSQUE L’A
PPAREIL EST EN OPÉRATIONWARNING

PRECAUCIÓN / A
VERTISSEMENT

8.932-965.0

EXPOSED PULLEYS AND 

BELTS CAN CAUSE IN
JURY

KEEP CLEAR WHILE MACHINERY  

IS OPERATING

POLEAS Y CORREAS EXPUESTAS  

PUEDEN CAUSAR DAÑO

NO SE ACERQUE SI M
ÀQUINA ESTÁ FUNCIONANDO

DES COURROIES OU POULIES EXPOSÉES  

PEUVENT CAUSER DES BLESSURES

NE PAS S’APPROCHER LORSQUE L’A
PPAREIL EST EN OPÉRATION

WARNING

PRECAUCIÓN / A
VERTISSEMENT

8.932-965.0

MODE D’EMPLOI

LIRE LE MANUEL DE L ’OPERATEUR AVANT UTILISATION UNE  

MAUVAISE UTILISATION PEUT  CAUSER DES BLESSURES  OU 

DOMMAGES MATÉRIELS. 

INSTRUCCIONES DE OPERACION

LEA EL MANU AL DE OPER ACIÓN ANTES DE USARSE.   L
A OPERACIÓN 

INADECUADA PUEDE OCASIONAR LESIONES  PERSONALES O DAÑOS 

A  L
AS PROPIEDADES. 

OPERATING IN
STRUCTIONS

READ OPERATING M
ANUAL BEFORE OPERATING M

ACHINE. 

IMPROPER OPERATION MAY RESULT IN
 PERSONAL  IN

JURY OR 

PROPERTY DAMAGE.

WARNIN

PRECAUCION / A
VERTISSEMENT

RISQUE DE FEU OU D’EXPLOSION

RIESGO DE IN
CENDIO O EXPLOSIÓN

RISK OF FIRE OR EXPLOSION

• 
Machine needs to

 be in
stalled on non-combustib

le 

 with m
inimum clearance of 1

8”.

  
Before lig

hting, s
mell a

ll a
round th

e appliance area fo
r 

gas. Be sure to smell n
ext to

 the 
 because some gas 

is heavier th
an air a

nd will s
ettle

 on the 
 If y

ou smell 

gas, im
mediately call y

our gas supplier fo
r in

stru
ctions. I

f 

gas supplier can not be reached, call th
e 

 departm
ent.

  
Do not use tools to push in or tu

rn the gas contro
l knob. 

If k
nob will n

ot p
ush in

 or tu
rn by hand, c

all a
 

 

service technician. U
sing force or a

tte
mpting re

pair m
ay 

result in
 a 

 or e
xplosion.

  
Should pilot o

utage occur, t
urn contro

l k
nob to

 O
FF 

positio
n. W

ait 5
 m

inutes before re
lighting.

  
Do not u

se th
is equipment if

 any part h
as been under 

water. I
mmediately call a

 service te
chnician to

 in
spect 

for re
pair.

  
El equipo debe ser in

stalado sobre un piso re
sistente 

al in
cendio, con un espacio lib

re de 18” m
inimo.

  
Antes de encender, o

lfatee alre
dedor d

el aparato para 

detectar g
as. E

sté seguro de re
visar c

erca del p
iso, 

porque cierto
s gases son m

ás pesados que el aire
. S

i 

olfatea gas, a
vise in

mediatamente a su proveedor d
e 

gas. Al no localizar e
l proveedor, ll

ame a los bomberos.

  
No use herra

mientas para m
over e

l c
ontro

l d
el g

as. 

Si la
 m

anija no se puede operar c
on la m

ano, lla
me a 

un té
cnico capacitado. F

orzar o
 in

tentar re
parar e

ste 

contro
l puede re

sultar e
n un incendio o explosión.

  
En el caso de apagarse el p

iloto, a
pague y espere 5 

minutos antes de encender.

  
No utilic

e este equipo en el caso que hubiera estado 

sumergido en agua parcial o
 to

talmente un compo-

nente. C
onsulte con un té

cnico de servicio.

  
Ne pas in

staller c
e m

achine aux endroits où il 
y a des 

combustibles (m
ême les plancher) d

edans un demi-m
ètre

.

  
Avant l’

allumage, 

 autour d
e l’a

ppareil p
our d

es 

senteurs de gaz. 

 les odeurs près du plancher c
ar 

certa
ins gaz sont plus lourds que l’a

ir e
t s’accumulent sur 

le plancher. S
i vo

us détectez une odeur d
e gaz, a

ppelez 

immédiatement v
otre

 fo
urnisseur d

e gaz. S
i c

elui-ci n
e 

peut ê
tre

 joint, a
ppeler le

 départe
ment d

es incendies.

  
Ne pas utilis

er d’outils
 pour pousser ou tourner la

 soupape 

de contrô
le du gaz. Si la

 soupape ne peut être
 enfoncée ou 

tournée à la main, appeler un technicien 

 Forcer ou 

essayer d
e ré

parer p
eut causer u

n fe
u ou une explosion.

  
Si le

 pilote s’éteint, t
ourner la

 soupape de contrô
le en 

positio
n OFF. A

tte
ndre 5 m

inutes avant d
e ré

allumer.

  
Ne pas utilis

er cet équipement si une partie
 a été im

mergée 

dans l’e
au. A

ppeler u
n te

chnicien pour in
specter c

elui-ci.

8.900-990.0

CHAUD!

High Pressure 
Hose

Inlet Power
Junction Box

Burner 
Exhaust Vent

Thermostat

Pump Switch

Wand Burner 
Switch

Garden Hose 
(not included)

Detergent 
Metering 

Valve

Nozzles

Detergent Bucket 
(not included)

Spray Gun

High Pressure 
Nozzle

Safety Trigger 
Lever

Relief 
Valve
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98033250-5

ASSEMBLY INSTRUCTIONS

Unpacking
Unpack carefully. Wear safety glasses or goggles while un-
packing, assembling or operating pressure washer. If there 
are missing components or hidden damage immediately 
contact distributor or carrier concerning discrepancies.

1. Cut strapping band from pressure washer 
and pallet.

2. Remove pressure washer from pallet.

Parts Included
• Pressure Washer

• Pressure Hose

• Wand

• Parts Box Containing:

■ Pressure Nozzles (3 ea.)

■ Trigger Gun

• Operating Instructions and Parts Manual

Tools Required
• 10" Adjustable Crescent Wrenches (2 ea.)  

• Blade Screwdriver

Pressure Hose, Wand and Wand Holder
1. Use tefl on tape on plumbing connections to prevent 

leakage.
2. Install pressure hose on machine as shown.
3. Assemble wand components as shown. Connect 

pressure hose to trigger gun.

NOTE: The nozzle is not to be installed at this time.

4. Make sure that all plumbing connections are tight.

Pressure Hose

Relief Valve

98033250-6

Wand

Pressure  Hose

Trigger Gun

Quick Disconnect Plug

Quick 
Disconnect
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INSTALLATION INSTRUCTIONS

Getting Started:
IMPORTANT: Proper installation will assure satisfac-
tory performance, longer service life and lower main-
tenance costs.

Location:
The location should protect machine from damaging en-
 vi ron men tal con di tions, such as wind, rain and freez ing.

 1. The machine should be run on a level surface 
where it is not readily infl uenced by outside sourc es 
such as strong winds, freezing tem per a tures, rain, 
etc. The machine should be located considering 
ac ces si bil i ty for the re plac ing of com po nents and 
the re fi ll ing of detergents, ad just ments and main-
 te nance. Nor mal precautions should be tak en by 
the op er a tor of the machine to prevent excess 
moisture from reach ing the machine.

 2. It is recommended that a partition be made be-
 tween the wash area and machine to prevent direct 
spray from the spray gun from coming in contact 
with the ma chine. Ex cess moisture reach ing the 
power unit or electrical con trols will re duce the 
machine’s life and may cause elec tri cal shorts.

 3. During installation of the machine, be ware of 
poor ly ven ti lat ed lo ca tions or areas where ex haust 
fans may cause an insuffi cient supply of ox y gen. 
Suf fi  cient com bus tion can only be ob tained when 
there is a suf fi  cient sup ply of oxygen available for 
the amount of fuel be ing burned. If it is necessary 
to install a machine in a poor ly ven ti lat ed area, 
out side fresh air may have to be piped to the burn er 
and a fan in stalled to bring the air into the area.  

  4.  Do not locate near any combustible material. Keep 
all fl ammable material at least 20 feet away.

  Allow enough space for servicing the machine.

  Local code will require certain distances from fl oor 
and walls. (Two feet away should be adequate).

WARNING: Avoid small areas or near exhaust fans. 

Gas Codes:
Confer with local gas company and with proper mu-
 nic i pal offi cials regarding any specifi c code or reg u la-
 tions gov ern ing the installation. The in stal la tion must 
con form to lo cal codes (U.S., ANSI Z223.1/NFPA54 
National Fuel Gas Code;  Canada, CAN 1-B149 Instal-
lation Code).

Electrical:
The machine, when installed, must be elec tri cal ly 
ground ed in accordance to local codes. Check for 
prop er power sup ply using a volt meter; check the se-
 ri al plate for the cor rect requirements.

Gas Piping:
This machine shall be rigidly connected to the gas pip-
ing outlet and equipped with external manual shut-off 
valves adjacent to such machine. All gas piping shall be 
approved and installed in accordance with the Uniform 
Mechanical Code.

Install a gas union in the gas line adjacent to and up-
 stream from the con trol manifold and downstream from 
the man u al main shut-off valve. A 1/8" NPT plugged 
tap ping ac ces si ble for test gauge connection shall be 
in stalled im me di ate ly up stream of the gas supply con-
 nec tion for the pur pose of de ter min ing the gas supply 
pres sure to the burn er, and to pre vent damage to gas 
valve.

If a manual gas shut off valve is not in the gas supply 
line within six feet of the machine and in an ac ces si ble 
lo ca tion, one shall be installed.

Figure 1: Union Location

Union Connection
The following pipe sizes are just rec om men da tions. 
Always consult a local plumber and vent ing con trac-
 tor for local codes and regulations during in stal la tion.

Pipe Sizing Chart for Natural Gas
The following chart is based on gas pressure in the 
range 0-0.5 psi, specifi c gravity of 0.6 and pressure 
loss of 0.5" W.C. Numbers are for straight schedule 
40 pipe; fi ttings further reduce capacity. For example, 
in 1" size, an elbow is equivalent to about 2.6 feet of 
pipe and a tee is equivalent to about 5.2 feet of pipe.

98033250-10

Manual Shut-Off Valve
(Dealer Supplied)

Gas Valve

Union

Burner
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Maximum capacity of pipe in cubic feet/hr of natural gas 
(Multiply values by 1000 to get nominal BTU/hr capacity.

LP-Gas (Liquid petroleum gas or 
propane)
LP-gas is gas compressed into liquid form for easy 
transportation and storage. It is also known as propane 
or bottle gas. (Propane tanks are not supplied with this 
equipment.)

LP-gas is fl ammable, is always contained under pres-
sure and the liquid can freeze skin. Therefore, in the 
interest of safety, it is important to understand the basic 
facts about LP-gas and LP-gas containers.

Federal DOT (Department of Transportation) regulations 
require periodic inspections and re-qualifi cations of 
cylinders. DO NOT USE damaged or rusted containers.

DO NOT store LP-gas containers indoors or in en-
closed areas. Do not expose LP-gas container to heat. 
Always store with service valve closed and plugged 
as required.

CAUTION: Use LP-gas containers in proper position.

Most LP-gas pressure washer heaters are designed 
to operate on LP-gas vapor only. Therefore, all LP-gas 
containers designed for vapor service must be trans-
ported, installed and used in the proper position. Do not 
transport, install or use a vertical cylinder in a horizontal 
or upside down position. Proper care must be taken to 
position a horizontal container in the correct position 
for vapor withdrawal.  Liquid LP-gas could enter the 
system designed for vapor only, possibly creating a 
hazardous condition.

Always use a POL plug installed on a POL valve or a 
dust cap on an ACME/Type 1 valve when transport-
ing or storing disconnected containers (full or empty). 

INSTALLATION INSTRUCTIONS

Check for leaks after connecting. Apply approved leak 
detector solution to connection, turn off all burners and 
pilots and open service valve. Leaks will be detected 
by the growth of bubbles. If bubbles grow, tighten or 
repair the connection as needed. Repeat leak test until 
problem is corrected.

Check all tank and the line connections periodically 
to be sure they are tight. When testing for leaks, use 
approved leak detector solution — not matches.

Improved Regulation: The second stage regulator 
receives a relatively uniform pressure from the fi rst 
stage regulator. This helps the second stage regulator 
to maintain appliance pressure at a nearly constant 
11" W.C.

Filling the LP-Gas Container
Only qualifi ed persons should fi ll your LP-gas 
containers.

CAUTION: Overfi lling is hazardous! 

DO NOT allow your LP-gas container to be overfi lled. 
Stop fi lling when liquid appears at the fi xed level gauge. 
Bleed off excess propane in a safe area. Most LP-gas 
containers are equipped with a fi xed liquid level gauge 
which contacts the liquid level at 80% of container ca-
pacity, allowing 20% for expansion. LP-gas containers 
not equipped with a fi xed liquid level gauge can only 
be fi lled by weight.

In cold climates, in order to keep vaporization of LP-gas 
at the highest level, keep the fuel levels above 50%.

Combustion and Ventilation Air
Properly sized vents are vital for the safe and effi cient 
operation of a pressure washer installed in a confi ned 
space. When combustion and ventilation air are sup-
plied from inside the building, each opening must have 
an area of one square inch for every 1,000 BTUH input. 
When combustion air is supplied from the outside, each 
opening must have an area of one square inch for every 
2,000 BTUH for horizontal ducts and one square inch 
for every 4,000 BTUH for vertical ducts (refer to NFPA 
54). See Figure 2.

The purpose of venting a gas pressure washer is to 
completely remove all products of combustion and to 
vent gasses to the outside air without condensation in 
the vent or spillage at the draft hood (except in cases 
of downdraft or poor stack conditions).  To assure cor-
rect venting, use a strong, gas-tight insulated pipe with 
a cross section equal to that of the fl ue collar or draft 
hood outlet and of suffi cient vertical height.

During vent installation, avoid sharp turns, long hori-
zontal runs and improper pitches. Maintain proper sup-
port of vent connectors and joints, observe clearances 
from all combustibles and top the vent outlet with an 
approved cap.

Length of 
Pipe (ft.)

Iron Pipe Size

3/4" 1" 1 -1/4" 1- 1/2" 2"

10 360 680 1400 2100 3950

20 250 465 950 1460 2750

30 200 375 770 1180 2200

40 170 320 660 990 1900

50 151 285 580 900 1680

60 138 260 530 810 1520

70 125 240 490 750 1400

80 118 220 460 690 1300

90 110 205 430 650 1220

100 103 195 400 620 1150

150 84 160 325 500 950

200 72 135 280 430 800
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98033250-7

OFF
ON

Outlet View

On/Off 
Switch

Manifold
Pressure Adjustment

Screw Under Cap

Illustration showing air openings necessary
to supply air for combustion when installed 

in an enclosed room.

Figure 2: Ventilation

Type "B", due to its temperature rating, can only be 
used with natural draft pressure washers.  A "B" vent 
is designed for exhaust temperatures not to exceed 
470°F (245°C).

All venting installations must conform to local codes. 
In the absence of local codes, refer to "National Fuel 
Gas Code" NFPA 54 and be constructed of materials 
approved by the Uniform Building Code.

Vents penetrating ceilings or walls should be double-
wall approved appliance vents and should be one to 
two inches from combustibles. Vents passing through 
enclosed spaces and vents exposed to the weather 
should also be the double-wall type. Sometimes vents 
have to be built of such great length that they come 
apart at their joints under their own weight. These 
should be screwed together at the joints with sheet 
metal screws, usually three per joint. If the inspector 
indicates that the vent is too close to combustibles, it 
may be necessary to chisel away some of the com-
bustible or route the vent pipe around the combustible. 
The cross-sectional area of any fl ue shall not be less 
that the cross-sectional area of the fl ue vent connection 
outlet of machine.

Water Source:
The water source for the machine should be sup plied 
by a 5/8" I.D. gar den hose with a city water pressure of 
not less than 30 PSI. If the water supply is in ad e quate, 
or if the garden hose is kinked, the machine will run 
very rough and the burner will not fi re.

Water Connection:
Connect the high pressure hose by pulling the cou pler 
col lar back and then inserting it onto the dis charge 
nip ple. Se cure it by pushing the collar forward.

Attach the wand into the spray gun using tefl on tape 
on the pipe threads to avoid leaks.

INSTALLATION INSTRUCTIONS

Inspection and Testing Gas Piping:
The building structure should not be weakened by 
in stall ing the gas pip ing. The piping should not be sup-
 port ed by other piping, but should be fi rmly sup port ed 
with gas hooks, straps, bands or hangers. Butt or lap 
welded pipe should not be run through or in an air duct 
or clothes chute.

Before turn ing gas un der pres sure into pip ing, all open-
 ings from which gas can es cape should be closed. 
Im me di ate ly after turn ing on gas, the system should 
be checked for leaks. This can be done by watching the 
1/2 cubic foot test dial for 5 min utes for any movement 
or by soap ing each pipe con nec tion and watch ing for 
bub bles. If a leak is found, make the nec es sary re pairs 
and re peat the above test.

De fec tive pipes or fi ttings should be replaced and not 
re paired. Never use a fl ame or fi re in any form to lo cate 
gas leaks — use a soap solution.

After the piping and meter have been checked com-
 plete ly, purge the system of air. DO NOT bleed the air 
inside an enclosed room.

During pressure testing of the sys tem at test pres sures 
in excess of 1/2 PSIG, the pressure washer and its 
individual shut-off valve must be dis con nect ed from 
gas sup ply pip ing system or damage to the gas valve 
will oc cur.

Gas Pressure:
The ideal incoming gas pressure is 11 w.c.i (water 
col umn inches). Min i mum is 9 w.c.i., maximum is 14 
w.c.i. or 1/2 PSIG. The correct op er at ing man i fold pres-
 sure for nat u ral gas is 2.8 w.c.i. The op er at ing man i fold 
pres sure for pro pane gas is 7.5 w.c.i. By ad just ing the 
gas valve pres sure reg u la tor be tween 3 and 4 w.c.i. a 
side range can be achieved for nat u ral gas.

If the desired input rating cannot be ob tained with in the 
above man i fold pres sure ad just ing range, then the next 
size larg er or smaller burner or i fi ce should be used.
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INSTALLATION INSTRUCTIONS

The gas pressure coming out of the regulator and going 
to the burner ring has been factory set for elevations of 
0 to 2000 ft. Altitudes greater than 2000 ft will require 
adjustments to the gas manifold pressures. Consult 
your local service dealer/distributor for high altitude 
adjustments. In Canada, certifi cation for installation 
at altitudes over 4500 feet above sea level is the juris-
diction of local authorities. You should not readjust the 
burner ring gas pressure. If you replace your gas valve, 
you will need to adjust the new valve. Refer to your 
machine’s specifi cation plate for the correct pressure 
setting. Follow the installation and adjustment instruc-
tions provided with your replacement valve.

NOTE: Air for combustion and ventilation along with 
exhaust fl ue sizing must conform to methods outlined 
in current American Standard (ANSI-Z223.1) National 
Fuel Gas Code or National Standard of Canada CSA-
149.1 and CSA-149.2 “Installation Code for Gas Burn-
ing Appliances”.
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OPERATION INSTRUCTIONS

Before Starting
1. Read all manuals provided with this pressure washer. 

Become familiar with location and function of all 
operating and safety controls.

WARNING: Check hoses, fi ttings, wand, trigger gun 
and fuel connections daily for signs of wear, cracks 
and looseness, and replace as required.

2. Connect water supply hose to the standard garden 
hose connector. The water faucet and supply hose 
must be capable of providing 6.0 GPM.

3. This machine was factory built for natural gas/pro-
pane. See instructions under Fuel Supply.

4. Check pump oil level.
5. If detergents are to be used, only use detergents 

intended for pressure washers. Follow instructions 
on the detergent container.

IMPORTANT: Before installing pressure nozzle on 
initial start-up, turn on the water supply, start the 
pump by pressing the pump ON switch, and hold 
the wand trigger open until water appears at the end 
of the wand. Allow water to run from the end of the 
wand until clear to prevent the nozzle from clogging.

6. Install the pressure nozzle on end of wand, refer to 
illustration below.

IMPORTANT: The trigger gun provided with this pres-
sure washer is equipped with a manual trigger lock to 
prevent accidental operation of the trigger gun, refer 
to fi gure above. The safety trigger lock should be used 
whenever the trigger gun is not in use.

IMPORTANT: On initial start-up or if maintenance 
has been performed on the burner assembly, it will 
be necessary to bleed the air from the gas line before 
the pilot will light.

7.  If you are running the machine for the fi rst time, or 
have performed maintenance on the burner assembly, 
there will be air in the gas line. To bleed the air from 
the gas line run the pressure washer with pump and 
burner switches on and thermostat on highest setting. 
Squeeze the trigger of the trigger gun for 15 seconds. 
If the burner has not ignited, release the trigger for 5 
seconds, then squeeze for 15 seconds. If the burner 
has not ignited after 10 tries, see the Troubleshoot-
ing Guide in this manual. 

CAUTION:  Have a qualifi ed gas serviceman install 
and service your equipment.

DANGER:  Never expose a spark or fl ame where there 
may be unburned gas present.

DANGER:  Some gases are heavier than air and will 
spill out on the fl oor in the 2 to 3 minutes required for 
the safety pilot valve to close off gas supply. There-
fore, always provide adequate space and ventilation 
around these units.

To Start

WARNING: Risk of injection or severe injury - Keep 
clear of nozzle - DO NOT direct discharge stream at 
persons - This machine is to be used only by quali-
fi ed operators.

AVERTISSEMENT: RISQUE D’INJECTION ET DE 
BLESSURES GRAVES. SE  TENIR À L’ÉCART DU JET. 
NE PAS DIRIGER LE JET DE SORTIE VERS D’AUTRES 
PERSONNES. CONFIER L’UTILISATION DE CE MATÉ-
RIEL À UN OPÉRATEUR QUALIFIÉ.

WARNING: Wear eye, ear, hand, foot and skin protec-
tion at all times while operating pressure washer.

WARNING: Before changing pressure nozzle, engage 
manual trigger gun lock.

IMPORTANT: The water must be turned on before 
starting. Running the pump dry will cause damage 
and void warranty.

IMPORTANT: Do not allow the machine to run with 
trigger of the trigger gun released for more than 
10 minutes at any one time or damage to pump may 
occur.

1. Turn ON water supply.
2. Turn ON gas supply.
3. Hold wand fi rmly, release trigger of trigger gun and 

turn pump switch ON. Squeeze trigger of trigger gun 
and allow air to purge from system.

4. If HOT water is desired, adjust the thermostat to 
the proper temperature and turn burner switch ON. 
Squeeze trigger of trigger gun. The pilot will automati-
cally light, quickly followed by the fi ring of the burner 
ring. When the trigger of the trigger gun is released or 
when the thermostat temperature setting is reached, 
the burner will automatically turn off.

IMPORTANT: If ignition or fl ame failure is experienced, 
discontinue use of pressure washer at once. Turn off 
burner and shut off fuel supply. Have cause of failure 
corrected by an authorized service technician before 
use of pressure washer is continued.

98033250-8Safety Trigger Lock

Pressure Nozzle
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OPERATION INSTRUCTIONS

To Clean

WARNING: Risk of injection or severe injury - Keep 
clear of nozzle - DO NOT direct discharge stream at 
persons - This machine is to be used only by quali-
fi ed operators.

AVERTISSEMENT: RISQUE D’INJECTION ET DE 
BLESSURES GRAVES. SE  TENIR À L’ÉCART DU JET. 
NE PAS DIRIGER LE JET DE SORTIE VERS D’AUTRES 
PERSONNES. CONFIER L’UTILISATION DE CE MATÉ-
RIEL À UN OPÉRATEUR QUALIFIÉ.

1. Insert detergent inlet line into container of mixed 
detergent. Open detergent ON/OFF valve. The 
detergent will be pulled automatically into the sys-
tem. Allow detergent to reach end of wand before 
proceeding to step 3.

2. Select pressure nozzle with spray pattern that match-
es your cleaning needs. Engage manual trigger lock 
and install selected nozzle.

3. Wash from the bottom to the top, using side to side 
motions. This washes away heavy dirt and allows the 
detergent to soak as you work toward the top.

4. Do not wash at a 90° angle to the work (straight at 
it). This will allow water to splash back at you and 
reduces your cleaning power. Wash at a 30° to 60° 
angle to the work. This will allow the water to splash 
away from you and the water will wash the dirt away 
faster and easier.

5. Use the width of the spray pattern to wash in a wide 
path. Overlap spray paths for complete coverage. 
Wash from side to side, using slow, steady motions.

6. The nozzle should be 12" to 24" from work, closer 
for tough areas. Be careful on painted or delicate 
surfaces, the pressure may damage surface if nozzle 
is too close.

7. Small parts should be washed in a basket and larger, 
lightweight parts should be clamped down so the 
pressure does not push them away.

8. Close the detergent ON/OFF valve to permit rinse. 
Always rinse with cold water after using detergents. 
Rinse from the top to the bottom to prevent detergent 
from dripping onto a rinsed area. For the best results, 
contact your Hotsy dealer to help you select the best 
detergent for your application.
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SHUTDOWN INSTRUCTIONS

To Stop
1. If detergents were used, draw clear water through 

the detergent line to purge detergent. Failure to do 
so may clog detergent injector valve.

2. If burner was used, turn OFF burner switch and 
allow pump to run cold water through coil for several 
minutes.

3. Turn pump switch OFF.
4. Turn water supply OFF.
5. Squeeze trigger gun open to relieve system pressure.
6. Depress gas control knob slightly and turn to OFF 

position.
7. Turn off main shut-off valve on gas supply.

STORAGE INSTRUCTIONS

DANGER: Do not store fl ammable liquids (gasoline, 
diesel fuel, petroleum, solvents, etc.) near pressure 
washer, or in non-ventilated areas.

IMPORTANT: Machine must be stored indoors.

1. Protect from freezing by storing in a heated area, 
or by fl ushing the system with antifreeze (use an 
automotive engine antifreeze or windshield washer 
solvent to antifreeze). To fl ush the system fi ll the 
float tank with antifreeze and remove pressure 
nozzle from wand. Start the machine and allow it to 
run until antifreeze runs from the end of the wand. 
Place wand into fl oat tank and circulate the solution 

through system for several minutes. Open and close 
the trigger gun several times to circulate antifreeze 
through the unloader valve system. Also draw anti-
freeze through the detergent inlet line to antifreeze 
the detergent system. For added protection after anti-
freezing, disconnect the pressure hose from machine 
and remove the coil drain plug (refer to Component 
Identifi cation illustration for location). After coil has 
drained, replace pressure hose and coil drain plug. If 
the pressure washer is not to be used for an extended 
length of time, it is recommended that the system be 
fl ushed with antifreeze for rust protection.
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WARNING: Unauthorized machine modifi cation or 
use of non-approved replacement parts may cause 
personal injury and/or property damage and will void 
the manufacturer warranty.

Pump
Use Hotsy Pump Oil (8.914-527.0) for pump crankcase. 
Crankcase must be fi lled to the full mark on the dipstick 
or to center of sight glass window found on the rear of 
the pump. During the break-in-period, make sure the oil 
is changed after the fi rst 25 hours of operation. After that, 
replace oil every 3 months or 300 hours of operation, 
whichever comes fi rst.

Proper Pump Care:
• Do not pump acids.

• Do not allow pump to run dry.

• Winterize if storing in freezing temperatures; refer 
to Storage for details.

• Use a water softener on the water system if known 
to be high in mineral content.

• Use only high quality detergents and follow manu-
facturer’s mix recommendations.

• Flush the system with clear water immediately after 
using detergent solutions.

MAINTENANCE

• Clean fi lter screen on detergent inlet line periodically.

• Flush the pressure washer system with antifreeze 
if storing for an extended period of time; refer to 
Storage for details.

Pump Motor
On a yearly basis, oil pump motor per instructions on 
motor nameplate.

NOTE: Some motors may be equipped with perma-
nently lubricated bearings and will not require ad-
ditional lubrication.

Gas Burner
It is recommended that the gas burner be serviced yearly 
or as needed. Contact your local service center.

Relief Valve

WARNING: The relief valve on this pressure washer 
has been factory set and sealed and is a fi eld nonad-
justable part. Tampering with the factory setting may 
cause personal injury and/or property damage, and 
will void the manufacturer warranty.

Unloader Valve

WARNING: The unloader valve on this pressure 
washer has been factory set and sealed and is a fi eld 
nonadjustable part. Tampering with the factory setting 
may cause personal injury and/or property damage, 
and will void the manufacturer warranty.

Heating Coil
Coil Descaling: In hard water areas, scale buildup within 
the heating coil will occur. Scale deposits will decrease 
the water temperature rise and may eventually clog the 
heating coil. Contact your local service center when des-
caling is needed.

Coil Desooting: Poor grades of fuel oil or inadequate 
combustion air will cause heavy soot buildup on the 
outside surface of the heating coil. These deposits will 
insulate the coil. This will restrict the air fl ow through the 
coil, further aggravating the soot buildup. Contact your 
local service center when desooting is needed.

98033250-9

Dipstick

Sight Glass 
(on Rear of Pump)

Oil Fill
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SMART RELAY INSTRUCTIONS

DIGITAL TIMER (OPTIONAL)
The following are instructions on how to set the pa-
rameters on the digital timer in Programming Mode. 
To defi ne these settings please follow the steps below.

Setting the Clock:
 1. Press the ESC key located next to the display 

window and under the arrow key pad (see fi gure 
below). Pressing the ESC key will access the 
Parameter Assignment Menu.

 2. Using the up/down arrow keys ▲ or ▼, move the 

(>) cursor to 'Set' and press OK to accept.

 3. Move the (>) cursor to 'Clock' and press OK to 
accept.

 4. Move the (>) cursor to 'Set Clock' and press OK 
to accept 'Set Clock'.

NOTE: When setting time on clock, use only mili-
tary time.

 Stop
 Set Param

> Set..
Prg Name

  > Clock
 Contrast
 StartScreen

  > Set Clock
 S/W Time..
 Sync

Mo 10:15
2006-10-13







ESC OK

Display Screen

Arrow 
Key Pad

The cursor is now positioned on the weekday and 
shows the following on the display window (see fi gure 
below). 

 5. Select the day of the week by using the up/down 
arrow keys  or .

 6. Move the cursor to the next position by using the 
left/right arrow keys  or .

 7. To change the value use the up/down arrow keys 
 or .

 8. To set the correct time-of-day and date, repeat 
steps 6 and 7.

 9. To accept your entries press OK.

 10. To go back to the previous menu at anytime press 
ESC.

PROGRAMMING 
INSTRUCTIONS

The 900/1400 can be confi gured to run in Time Delay or 
Auto Start/Stop with lockout.  Machines are factory set 
with Auto Start/Stop with 4 hour Lockout.  A Smart Relay 
controls how the machine will operate by using three in-
ternal timers; these timers are adjustable.  The following 
is a brief description of these timers:

Timer 1: ‘Lockout Timer’ (Time Delay)
 • Timer 1 de-energizes (lockout) the machine if 

not being used for a preset time.  If machine has 
‘Locked out’ it can only be re-energize by pressing 
the ‘Pump On’ switch.  Timer 1 is factory set to 4 
hours.

Timer 2: ‘Auto Start/Stop Timer’
 • Timer 2 allows the pump to run in bypass for a 

preset time.  If the pump runs in bypass longer 
than the allotted time the timer will drop power to 
the motor contactor and machine will be in standby 
mode.  Squeezing the gun trigger will restart the 
pump (if Timer 1 has not locked out).  Timer 2 is 
factory set to 30 seconds.

Timer 3: ‘Reset Delay Timer’
 • Timer 3 controls how long the pump must run be-

fore resetting the ‘Lockout Timer’ (Timer 1).  This al-
lows the pump to run long enough to re-pressurize 
the system if there is pressure loss when not in 
use.  Timer 3 is factory set to 15 seconds.

Set Clock
Mo 10:15
YYYY-MM-DD
2006-10-13

Mo
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To change to the parameters of the internal timers in the 
Smart Relay complete the following steps:

 1. Turn on the power to the machine but do not press 
the start switch. Remove the front panel and then 
the control panel cover.  NOTE: Use extreme 
CAUTION when reaching into the control box, 
the machine has live power.  Once powered 
the Smart Relay window will display the following 
screen, see fi gure 1 (if screen does not appear 
press the left/right arrow keys  or  until correct 
screen appears).

   2. Press the ESC key located next to the display win-
dow and under the arrow key pad (see fi gure 2).  
Pressing the ESC key will access the Parameter 
Assignment Menu.

 3. Using the up/down arrow key  or , move the 
(>) cursor to ‘Set Param’ and press OK to confi rm 
(See fi gure 3).  The display window shows the fi rst 
parameter (Timer-1), see fi gure 4.

NOTE: Ta is the accumulator timer and T is the adjustable 
timer (the variable that changes)

 4. Press OK to change the value of Timer-1.    Using 
the left/right arrow key  or , move the cursor to 
the desired fi eld and use the up/down arrow keys 
 or  to change this value.   See fi gure 5.

  5. Each timer has optional units of time in seconds (s), 
minutes (m), and hours (h). To change the unit of 
time use the left/right arrow keys  or  to move 
the cursor to the unit fi eld.  Change the unit of time 
using the arrow up/down keys  or .  Once all 
the values have been set press OK to accept.  See 
fi gure 6.

 6. Press arrow up/down keys  or  to select the 
next parameter to change (Timer -2).  Repeat steps 
4 and 5 to change the Timer-2 parameters.  See 
fi gure 7.

 7. Press arrow up/down keys  or  to select the 
next parameter to change (Timer -3).  Repeat steps 
4 and 5 to change the Timer-3 parameters.  See 
fi gure 8.

 8. Once all timers have been set to the desired time 
press ESC twice to return to the Input display 
screen.  See fi gure 9.

SMART RELAY INSTRUCTIONS

   > Stop
    Set Param

 Set..
Prg Name

Fig. 2

 Stop
   > Set Param

 Set..
Prg Name

Fig. 3

 

TIMER-1
T    =04:00h

Ta  =00:00
Fig. 4

 

TIMER-1
T    =04:00h

Ta  =00:00
Fig. 5

 

TIMER-1
T    =04:00h

Ta  =00:00
Fig. 6

 

TIMER-2
T    =15:00s

Ta  =15:00s
Fig. 7

 

TIMER-3
T    =15:00s

Ta  =00:00
Fig. 8

 

1:
0..  123456789
1..0123456789
2..01234

Fig. 9

h

4

R
15

ER

PROGRAMMING 
INSTRUCTION CONT.







ESC OK

1:
0..  123456789
1..0123456789
2..01234

Fig. 1

Display Screen

Arrow 
Key Pad
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Factory Set Parameters (Auto Start/Stop with Lockout)
TIMER VALUE DESCRIPTION

Timer 1 04:00 Hours Turns machine off after 4 hours of non-use.  To restart push 
the ‘Pump On’ switch.

Timer 2 30:00 Seconds Pump will run in bypass for 30 seconds before shutting off, 
machine is still in standby mode.  Pulling the gun trigger will 
restart the pump.

Timer 3 15:00 Seconds In case of pressure loss when machine is in standby, the pump 
can run up to 15 seconds before resetting ‘Timer 1’ (lockout)

Time Delay Parameters
TIMER VALUE DESCRIPTION

Timer 1 03:00 Minutes When machine is not in use, pump will run in bypass for 3 
minutes and shut off.   To restart push the ‘Pump On’ switch.

Timer 2 01:00 Hours  To operate in time delay mode timer 2 must be deactivated.  
This is done by setting timer 2 to value greater than timer 1.

Timer 3 15:00 Seconds Pump must run more than 15 seconds to reset timer 1.

SMART RELAY INSTRUCTIONS
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OPTIONAL — WATER INLET SOLENOID

A water inlet solenoid can be added to the machine that 
will open only when the machine is running or in standby.  
The solenoid closes when the machine is off to prevent 
possible water overfl ow when unattended.  

Installation
 • Connect a 24V/AC normally closed solenoid on 

the water inlet, contact local Hotsy dealer for 
solenoid options.  

 • Connect solenoid to the remote terminal using 
16 ga minimum wire

 • Wire solenoid to remote terminal according to 
fi gure below

Before powering up machine, fi ll fl oat tank to prime the 
system. 

Water Inlet Solenoid Wiring Schematic

EXISTING
WIRING

Water Inlet Solenoid Wiring Schematic
(Remote Terminal Located Inside Machine)

98033240-12

Water Inlet
Solenoid
(N.C. 24VAC)

1

2

3

4

5

6

7

8

9

10

11

12
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98033240-2

ITEM PART NO. DESCRIPTION QTY
 1 8.920-765.0 WLMT, Coil BRNR Box 1

 2 8.923-171.0 WLMT, Power Cube Base 1

 3 9.802-778.0 Nut, 5/16" Whiz Lock 25

 ITEM PART NO. DESCRIPTION QTY

 4 8.920-783.0 Frame, Control Panel ,Top 1

 5 8.753-254.0 Ball Stud, 5/16" 16

 6 9.803-551.0 Screw, 5/16" x 3/4 Whiz Loc 2

FRAME BOLT-UP ASSEMBLY PARTS LIST

4
3 3

6

6

5

1

5

5 5

3

2

3

3

5

5

5 5

3

3

3

3

3

5

FRAME BOLT-UP ASSEMBLY EXPLODED VIEW 
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ITEM PART NO. DESCRIPTION QTY
 1  Burner Ring See Spec. Pages

 2 9.803-610.0 Pilot, Ignitor, NG, LP 1

 3 8.719-957.0 Bracket, Pilot Light  1

 4 8.802-027.0 Elbow, 90° Black 2

 5 9.802-772.0 Screw, 10/32" x 1/4" HWH
   ROLOC, ZN 2

 6 8.920-780.0 Bracket, BRNR Ring, Support 1

 7 9.802-769.0 Screw, 3/8" x 1-3/4" Whiz Loc 1

 8 9.802-781.0 Nut, 3/8" NC, Whiz Loc 2

 9 9.803-613.0 Module, Ignition Elec Honeywell 1

 10 8.718-762.0 Screw, 8/32" x 1-1/4" PHD 4

 11 9.802-785.0 Nut, 8/32" Keps 4

 12 8.706-222.0 Tee, 3/4" Blk Pipe 1

 13 8.920-908.0 Cable, Ignition, 36" 1

 14 9.803-561.0 Nipple, Black Pipe 3/4" x 5" 2

 ITEM PART NO. DESCRIPTION QTY
 15 9.802-019.0 Nipple, Black Pipe 3/4" x 2" 2

 16 9.802-049.0 Union, 3/4" Blk Pipe 2

 17 9.802-021.0 Nipple, Black Pipe 3/4" x 9" 1

 18 9.802-718.0 U-Bolt 5/16" x 1-1/2"  1

 19 9.803-616.0 Valve, 3/4" NG, 24V
   3.5 Honeywell 1

 20 9.802-911.0 Tube, Alum, 600"/RL1/4"
   37-961464, PER 36"

 21 9.802-778.0 Nut, 5/16",  Whiz Loc 2

 22 8.718-582.0 Bolt, 1/4" x 1/2" NC, HH 1

 23  9.803-618.0 LP, Conversion Kit (943P, 944P, 
                                    942P, 945P, 1453P, 1454P, 1452P, 
                                    1455P) 1

BURNER BOX ASSEMBLY PARTS LIST

98033240-3

OFF
ON

BURNER BOX ASSEMBLY EXPLODED VIEW 

10

20

9

11
22

8

5

1

13

21

21

6

18

8

7
3 2

14

16

15

15

19

17

4

4

12

14

23



9.803-324.0-AD • Manual, Dealer, Hotsy 900-1400

D
E

A
L

E
R

’S
 M

A
N

U
A

L
  P

R
E

S
S

U
R

E
 W

A
S

H
E

R
  

26

COIL ASSEMBLY EXPLODED VIEW 

98033240-4

To Unloader

OFF
ON

18

4

21
22

2

3

1 5

6

11

15

15

16
13

12

14

1610

8

9

7

17

9

19

20

23

24

25
2625

26

ITEM PART NO. DESCRIPTION QTY
 1 8.911-498.0 Coil Gas 18", Weldment 1

 2 8.717-518.0 Insulation, 30.75" x 59.0"
   Fiberglass 1

 3 9.803-108.0 Ring, Insulation Retainer
   16" Top Hat 1

 4 8.717-442.0 Insulation, Top Head,
   18OD X 8.0ID, Fiberglass 1

 5 9.802-040.0 Elbow, 1/2" JIC, 1/2" 90° 1

 6 8.918-422.0 Hose, 3/8" x 20", Wire
   Pressure Lo 1

 7 9.149-003.0 Manifold Coil Outlet Discharge 1

 8 8.706-248.0 Plug, 3/8" Allen Counter Sunk 2

 9 9.802-039.0 Elbow, 1/2" JIC x 3/8" MPT 2

 10 9.196-012.0 Screw, 10-24 x 1/4" Hex Set 1

 11 8.918-425.0 Hose, 3/8" x 29", Wire
   Pressure Lo 1

 12 8.920-781.0 Weldment, Coil Outlet, Bolt On 1

 ITEM PART NO. DESCRIPTION QTY
 13 8.902-433.0 Valve, Safety Relief VSA 1

 14 9.802-171.0 Coupler, 3/8" Plug, Male
   Steel/Zinc 1

 15 9.803-551.0 Screw, 5/16" x 3/4" Whiz Loc 2

 16 8.718-897.0 Nut, 5/16" Speed 2

 17 9.802-776.0 Nut, 5/16-18 ESNA, NC 2

 18 8.711-785.0 Hose, 3/8" Push-On 42"

 19 9.800-021.0 Label, Hot Water Outlet 1

 20 9.800-858.0 Label, Natural Gas 1

 21 8.753-166.0 Exhaust, Outlet Ring 1

 22 8.920-779.0 Plate, Coil Top, Outlet 1

 23 8.706-207.0 Elbow, 3/8", Street 1

 24 8.920-963.0 WLDMT, Strap 2

 25 8.922-407.0 Bracket, DoorLock 900-1400 2

 26 8.751-055.0 Rivet, Alum, 3/16" 4

COIL ASSEMBLY PARTS LIST
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PUMP & UNLOADER ASSEMBLY EXPLODED VIEW 

PUMP & UNLOADER ASSEMBLY PARTS LIST

ITEM PART NO. DESCRIPTION QTY
 1 8.923-172.0 Plate, Pump Base 1

 2  Pump, See Specifi cation Pages 1

 3 8.716-125.0 Switch, Pressure N/O
   NPT, SS, 65" 1

 4 8.706-214.0 TEE, 3/8" x FPT
   P/N-TF3709X6 1

 5 8.706-168.0 Elbow, 3/8" MPT
   P/N-TF3529X6 1

 6 9.802-036.0 Nipple, 1/2" JIC x 3/8"
   NPT, Steel 1

 7 8.706-958.0 Hose Barb, 1/4" Barb x 1/4" 
   MPT, 90° 1

 8 8.706-915.0 Bushing, 1/2" x 1/4" Brass  1

 9 8.706-860.0 Tee, 1/2" Street, Brass 1

 10 9.802-128.0 Nipple, 1/2" JIC x 1/2" MPT 2

 11 9.802-129.0 Elbow, 1/2"  MSAE x 3/8" Brass 1

 12 9.802-151.0 Swivel, 1/2" Barb x 1/2" JIC 4

 ITEM PART NO. DESCRIPTION QTY
 13 9.802-259.0 Hose, 1/2" Push-On                 20"

 14 8.802-126.0 Plug, 1/2" JIC Flare, 639F-8 1

 15 9.802-740.0 Bolt, 10mm x 20mm HH, Zinc 4

 16 9.802-807.0 Washer, 3/8" Flat, Zinc 4

 17 8.918-424.0 Hose, 3/8" x 25" 
   2 Wire Pressure 1

 18 9.802-129.0 Elbow, 1/2" x 3/8" 1

 19 8.715-489.0 Unloader, YVB9KMSS, 
   W/S.S/AutoStart 1

 20 9.802-036.0 Nipple, 1/2" JIC x 3/8" Steel 1

 21 9.802-259.0 Hose, Push-On 14"

 22 8.718-961.0 Washer, M10 Split Ring 4

 23 9.802-043.0 Elbow, 1/2" JIC x 1/2" Fem 90° 1

 24  8.706-993.0 Adapter, 3/8" x 3/8"
   (for 1.109-711.0, -712.0, -713.0
   and -714.0, -952.0, 953.2 Only) 1

98033240-5

Drain

(A) ToUnloader
Inlet

To

Chemical

Valve

(B) F
rom

Float Tank

(C) From
Pump Outlet

To Coil

1

12

3

10

7
5

4

6

10
9

15

16

12

14

8

2

11

13

17

18

23

12

19

20

22
12

24
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ITEM PART NO. DESCRIPTION QTY
 1 8.753-176.0 Tank, 2.6 Gallon  1

 2 9.802-151.0 Swivel, 1/2" Barb x 1/2" JIC 
   Female, Brass 2

 3 8.707-061.0 Strainer, 1/2" Basket (935168) 1

 4 9.802-128.0 Nipple, JIC 1/2" x 1/2"
   MPT, Pipe 1

 5 9.802-131.0 Elbow, 1/2" MSAE x 1/2" MPT  1

 6 9.802-764.0 Screw, 10/32" x 3/4", Hex 4

 7 8.718-860.0 Nut, 10/32", ESNA, SS 4

 8 8.750-743.0 Bulkhead, 1/2" Polypro 1

 9 9.802-259.0 Hose, Push-On                    14"

 ITEM PART NO. DESCRIPTION QTY
 10 8.718-959.0 Washer, #10 Flat, SS 4

 11 8.706-484.0 Bulkhead, 1" Polypro 1

 12 8.707-311.0 Adapter, Float Valve, Hotsy 1

 13 8.707-000.0 Connector, 1/2" Anchor 1

 14 9.802-146.0 Swivel, 1/2" MP x 3/4"
   GHF w/Strainer 1

 15 8.711-785.0 Hose, 3/8" Push-On 6"

 16 9.802-131.0 Elbow, 1/2" MSAE x 1/2" MPT 1

 17 8.707-310.0 Valve, Float Brass, Hotsy 1

 18 8.754-789.0 Nut, 1-8, Hex, Grade A Zinc 1

EXPOSED PULLEYS AND 

BELTS CAN CAUSE INJURY

KEEP CLEAR WHILE MACHINERY  

IS OPERATING

POLEAS Y CORREAS EXPUESTAS  

PUEDEN CAUSAR DAÑO

NO SE ACERQUE SI MÀQUINA ESTÁ FUNCIONANDO

DES COURROIES OU POULIES EXPOSÉES  

PEUVENT CAUSER DES BLESSURES

NE PAS S’APPROCHER LORSQUE L’APPAREIL EST EN OPÉRATION WARNING

PRECAUCIÓN / AVERTISSEMENT

8.932-965.0

98033240-6

5

2

4

2

2

2

9

6

6

7

8

1

See Pump
& Unloader
Assembly

10

16

3

12
17

14

13

15

16

10

11

7

Align Angled Opening of 
Splash Gaurd Facing into 

Nearest Corner of Float Tank 

Cold Water
Inlet

18

FLOAT TANK ASSEMBLY EXPLODED VIEW 

FLOAT TANK ASSEMBLY PARTS LIST
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98033240-7

EXPOSED PULLEYS AND 

BELTS CAN CAUSE INJURY

KEEP CLEAR WHILE MACHINERY  

IS OPERATING

POLEAS Y CORREAS EXPUESTAS  

PUEDEN CAUSAR DAÑO

NO SE ACERQUE SI MÀQUINA ESTÁ FUNCIONANDO

DES COURROIES OU POULIES EXPOSÉES  

PEUVENT CAUSER DES BLESSURES

NE PAS S’APPROCHER LORSQUE L’APPAREIL EST EN OPÉRATION

WARNING

PRECAUCIÓN / AVERTISSEMENT

8.932-965.0

TENSIONER ASSEMBLY EXPLODED VIEW 

ITEM PART NO. DESCRIPTION QTY
 1 8.923-174.0 Bracket, Idler, Rosta 1

 2 8.749-975.0 Tensioner, Rosta, SE18, Belt 1

 3 8.753-273.0 Pulley, 2B36 SH  1

 4 8.749-973.0 Bushing, Idler Tension 1

 ITEM PART NO. DESCRIPTION QTY
 5 9.802-807.0 Washer, 3/8", SAE Flat Zinc 4

 6 9.802-720.0 Bolt, 3/8" x 1" NC HH 2

 7 9.802-779.0 Nut, 3/8", ESNA NC 2

TENSIONER ASSEMBLY PARTS LIST

4

3

1

2

434 in-lbs
(36.166 ft-lbs)

108 in-lbs
(9 ft-lbs)

25 in-lbs
(2.08 ft-lbs)

6

5

5

7

6

5

7
5
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98033240-8

TACH/HOUR

ELECTRICAL BOX ASSEMBLY EXPLODED VIEW 

2
8

12

15

11

4

9

11

11

11

6

27 31

18

26

35

29

23

19

30

30

24

25

32

13, 14,
16

21

20

8

8
7

5

17

28

3

8

8

10

1

22

31

27, 8

26

33

34

36

37

22
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ELECTRICAL BOX PARTS LIST

ITEM PART NO. DESCRIPTION QTY
 1 8.922-757.0 Box, Electrical 1

 2 9.802-283.0 Hour Meter, 24-240VAC 50/60  1

 3  Contactor, See Specifi cation Pages

 4  Overload, See Specifi cation Pages

 5  Transformer, See Spec. Pages

 6   Fuse, See Specifi cation Pages

 7 8.716-199.0 Fuse, FNM-6.25 1

 8 8.718-936.0 Screw, #8 x 1/2" Phillips
   Zinc Tek 10

 9 9.802-457.0 Din Rail, 35mm 10"

 10 9.802-457.0 Din Rail, 35mm 3"

 11 9.804-595.0 End Bracket, Entrelec
   103-002-26 4

 12 8.755-622.0 Relay, Smart, 24V, 8I/40              1

 13 7.749-976.0 Terminal Block Feed Through,
   Phoenix, 3 Wire 5

 14 8.753-064.0 Terminal Block Feed Through,
   Phoenix, 2 Wire 11

 15 8.716-449.0 Cover, Fuse Protector 2

 16 8.749-977.0 Bar, Jumper, FSB
   2-5GY 3

 ITEM PART NO. DESCRIPTION QTY
 17 8.753-252.0 Terminal Block, End Cap  1

 18 6.643-249.0 Terminal, Strip 1

 19 9.802-519.0 Strain Relief, 1/2", Metal 2

 20 8.718-937.0 Screw, #8 x 3/4" Phillips,
   Zinc PLTD 3

 21 8.750-095.0 Thermostat, 120C/248F
   2 Meter Capillary 1

 22 9.802-518.0 Strain Relief, 3/4" 1
  9.802-521.0 Strain Relief, 3/4" Pur  
   (1743),(1474N, 1474P) 2

 23 8.706-755.0 Bushing, .875, P/N 2119 1

 24 8.712-190.0 Bezel, Plastic 1

 25 9.750-097.0 Knob, Thermostat 120C/248F 1

 26 8.718-897.0 Nut, 5/16" Speed 4

 27 8.716-460.0 Terminal, Grounding Lug 2

 28 8.921-218.0 Q BAR, PLC 1

 29 8.900-514.0 Label, Voltage, 208V, 1 PH 
   (921N, 1451N) 1
  9.800-025.0 Label, Voltage, 230V,1PH,
   (943P, 943N,1453P,   
   1453N,1473P,1473N) 1
  8.900-515.0 Label, Voltage, 208V, 3 PH 
   (942P, 942N, 1452P, 1452N) 1
  9.800-023.0  Label, Voltage, 230V 3 PH,
   (944P, 944N, 1454P,   
   1454N,1474P,1474N) 1 
  9.800-024.0 Label, Voltage, 460V, 3 PH
   (945P, 945N, 1455P, 1455N) 1
  8.900-516.0 Label, Voltage, 575V, 3 PH
   (926N, 1456N) 1

 30 8.716-598.0 Strain Relief, .18-.31 2

 31 9.800-040.0 Label, Ground Symbol 3

 32 8.718-779.0 Screw, 4mm x 6mm 2

 33 8.716-216.0 Holder, Fuse 1

 34 8.716-170.0 Fuse, MDL-1/2 250V Fuse 1

 35 8.922-969.0 Bracket, Back, E-Box 1

 36 8.751-055.0 Rivet, Alum 3/16" Dia.
   062-.125 Grip 4

 37 9.801-488.0 Label, Terminal Block, 12 Pin 1

   38      9.803-471.0    ▲ PLC Logic, Hotsy                    1

 ▲ Not Shown
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See
Tensioner
Assembly

See
Pump &
Unloader
Assembly

See
Float Tank
Assembly

98033240-9

EXPOSED PULLEYS AND 

BELTS CAN CAUSE INJURY

KEEP CLEAR WHILE MACHINERY  

IS OPERATING

POLEAS Y CORREAS EXPUESTAS  

PUEDEN CAUSAR DAÑO

NO SE ACERQUE SI MÀQUINA ESTÁ FUNCIONANDO

DES COURROIES OU POULIES EXPOSÉES  

PEUVENT CAUSER DES BLESSURES

NE PAS S’APPROCHER LORSQUE L’APPAREIL EST EN OPÉRATION WARNING

PRECAUCIÓN / AVERTISSEMENT

8.932-965.0

5
3

COMPONENT CUBE ASSEMBLY EXPLODED VIEW

4

6

2

1

9

22

6

10

10

15

9

13

9

22

8

7

12
11

11

18

14

16

19

20

21

13

15

179

22

Inside Motor 
Electrical Box
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ITEM PART NO. DESCRIPTION QTY
 1  Motor, See Specifi cations Pgs 1

 2  Pulley, See Specifi cations Pgs 1

 3  Pulley, See Specifi cations Pgs 1

 4  Bushing, See Specifi cations Pgs 1

 5 9.802-402.0 Bushing, H x 24mm  1

 6  Belt, See Specifi cations Pgs 2

 7 9.802-203.0 Clamp, 1/2" 1

 8 9.802-720.0 Bolt, 3/8" x 1" NC HH 4

 9 9.802-807.0 Washer, 3/8" SAE, Flat Zinc 16

 10 8.718-897.0 Nut, 5/16" Speed 4

 11 9.802-518.0 Strain Relief, (921N, 921P, 926N
   926P, 942N, 942P, 943N, 943P,   
   944N, 944P, 945N, 945P, 1451N,  
   1451P, 1456N, 1456P)  1
  8.753-364.0 Strain Relief, (1452N, 1452P,   
   1453N, 1453P, 1454N, 1454P, 
   1455N, 1455P, 1474N, 1474P,
   1475N, 1475P)  1
  8.753-363.0 Locknut 1" ( 1452N, 1452P, 
   1453N, 1453P, 1454N, 1454P,
   1455N, 1455P, 1474N, 1474P,
   1475N, 1475P) 1
  9.802-521.0 Strain Relief, (1473N, 1473P) 1 
  9.802-523.0 Locknut, (1473N, 1473P) 1

 12 9.802-429.0 Cord, Serv, 12/4 (926N, 942N, 
   945N, 1455N, 1456N, 926P, 942P   
   944P, 945P, 1455P, 1456P) 45"
  9.802-436.0 Cord, Service, 10/3 (921N,  
   943N, 921P, 943P) 45"
  9.802-437.0 Cord Service, 10/4  (1452N,   
   1454N, 1452P, 1454P) 45"
  9.802-425.0 Cord, Service 8/3 (1451N, 
   1453N, 1451P, 1453P) 45"
  9.804-048.0 Cord, Service, 6/3 (1473P,
   1473N) 45"
  9.802-426.0 Cord, Service, 8/4 (1474P,
   1475P, 1474N, 1475N) 45"

 ITEM PART NO. DESCRIPTION QTY
 13 8.718-760.0 Screw, #8 x 3/4" Phillips 3

 14 8.900-514.0 Label, Voltage, 208V, 1 PH 
   (921N, 1451N, 921P, 1451P) 1
  9.800-025.0 Label, Voltage, 230V, 1 PH
   (943P, 943N, 1453P,   
   1453N,1473P,1473N) 1
  8.900-515.0 Label, Voltage, 208V, 3 PH 
   (942P, 942N, 1452P, 1452N
   1475P, 1475N) 1
  9.800-023.0  Label, Voltage, 230V 3 PH
   (944P, 944N, 1454P,   
   1454N,1474P,1474N) 1 
  9.800-024.0 Label, Voltage, 460V, 3 PH
   (945P, 945N, 1455P, 1455N) 1
  8.900-516.0 Label, Voltage, 575V, 3 PH
   (926N, 1456N, 926P, 1456P) 1

 15  9.803-551.0 Screw, 5/16 x 3/4" Whiz Loc 4

 16 8.921-205.0 Label, Motor Rotation 1

 17 8.932-965.0 Label, Warning, Exposed Pulley 1

 18 9.802-483.0 Cover, 2" x 4" Metal
   Weather Proof 1

 19 9.800-040.0 Label, Ground Symbol 1

 20 8.716-339.0 Elec Box, 4" x 2" 1

 21 8.753-364.0 Strain Relief   1
  9.803-279.0 Strain Relief 
   (944N, 944P, 1456N, 1456P) 1
  9.803-280.0 Locknut 
   (944N, 944P, 1456N, 1456P) 1

 22 9.802-779.0 Nut, 3/8" ESNA, NC 6

COMPONENT CUBE ASSEMBLY PARTS LIST
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POWER SIDE ASSEMBLY EXPLODED VIEW

98033240-10

GROUND

TACH/HOUR

EXPOSED PULLEYS AND 

BELTS CAN CAUSE IN
JURY

KEEP CLEAR WHILE MACHINERY  

IS OPERATING

POLEAS Y CORREAS EXPUESTAS  

PUEDEN CAUSAR DAÑO

NO SE ACERQUE SI M
ÀQUINA ESTÁ FUNCIONANDO

DES COURROIES OU POULIES EXPOSÉES  

PEUVENT CAUSER DES BLESSURES

NE PAS S’APPROCHER LORSQUE L’A
PPAREIL EST EN OPÉRATION

WARNING

PRECAUCIÓN / A
VERTISSEMENT

8.932-965.0

See
Electrical Box 

Assembly
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POWER SIDE ASSEMBLY PARTS LIST

ITEM PART NO. DESCRIPTION QTY
 1 8.920-783.0 Frame, Control Panel, Top 1

 2 8.920-778.0 Lid, Electrical Box Cover 1

 3 9.802-754.0 Screw, 1/4" x 1" Whiz Loc 4

 4 9.802-103.0 Bushing, 5/8" Snap 1

 5 8.707-058.0 Strainer, 1/4" Brass
   W/Check Valve 1

 6 6.390-126.0 Clamp, Hose, .46-, .54 ST 3

 7 8.716-037.0 Switch, Rocker
   10A/250V-15A/125V, 24VLT 2

 8 9.802-778.0 Nut, 5/16" Whiz Loc 2

 9 9.082-188.0 Valve, Metering, 1/4" Hose 1

 10 8.751-055.0 Rivet, Alum, 3/16" Dia 14

 11 8.624-608.0 Laynard, 18.0 w/Loop & Eye 1

 12 9.800-016.0 Lable, Disconnect Power 1

 13 8.922-407.0 Bracket, Door Lock 900-1400 2

 14 8.706-547.0 Grommet, Rubber
   Nozzel Holder 3

 15  Nozzle, See pg. 38  1

 16  Nozzle, See pg. 38 1

 ITEM PART NO. DESCRIPTION QTY
 17  Nozzle, See pg. 38 1

 18 9.802-146.0 Swivel, 1/2" MP x 3/4" GHF
   w/Strainer 1

 19 9.800-020.0 Label, Cold Water Inlet 1

 20 9.800-049.0 Label, Manufacturers
   Cleaning Solution 1

 21 8.932-965.0 Label, Warning, Exposed Pulley 1

 22 9.802-252.0 Hose, 1/4" x 1/2" Braided Vinyl 8 ft.

 23 9.802-252.0 Hose, 1/4" x 1/2" Braided Vinyl 12"

 24 8.921-204.0 Label, Control Panel 1
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PANEL & DOORS EXPLODED VIEW

98033240-11

GROUND

GROUND

TACH/HOUR

CHAUD!

OFF
ON

EXPOSED PULLEYS AND 

BELTS CAN CAUSE IN
JURY

KEEP CLEAR WHILE MACHINERY  

IS OPERATING

POLEAS Y CORREAS EXPUESTAS  

PUEDEN CAUSAR DAÑO

NO SE ACERQUE SI M
ÀQUINA ESTÁ FUNCIONANDO

DES COURROIES OU POULIES EXPOSÉES  

PEUVENT CAUSER DES BLESSURES

NE PAS S’APPROCHER LORSQUE L’A
PPAREIL EST EN OPÉRATIONWARNING

PRECAUCIÓN / A
VERTISSEMENT

8.932-965.0

1. Place all s
witches in the “O

FF” p
ositio

n.

2. Connect p
ower s

upply to
 properly grounded outlet. T

est 

the  G
FCI (if

 equipped) u
sing the re

set and test procedures 

provided on the GFCI device. The GFCI m
ust be re

set and 

tested with every use.

3. Secure high pressure hose, shut-o
ff g

un and wand to
 out-

let 

4. Connect w
ater supply hose and turn on water. 

5. Grasp wand 

 Place pump sw
itch in the “O

N” positio
n.

6. Turn gas va
lve

 contro
l knob to

 “O
N” p

ositio
n. P

ilot w
ill l

ight 

automatically when burner sw
itch is turned “O

N”.

7. To heat w
ater, p

lace burner sw
itch in the “O

N” positio
n and 

adjust th
erm

ostat to
 desired temperature.

8. Turn on detergent and proceed with cleaning.

9. After cleaning:

 
A. Turn off d

etergent and rin
se.

 
B. Place burner sw

itch in the “O
FF” p

ositio
n.

 
C.  A

llow machine to discharge water fo
r 2

-3 minutes to   

cool coil.

 
D. Place pump sw

itch in the “O
FF” p

ositio
n.

 
E.  S

queeze tri
gger g

un to re
lieve system pressure.

 
F.  

Turn off w
ater supply.

MODE D’EMPLOI

LIRE LE MANUEL DE L’O
PERATEUR AVANT UTILISATION UNE  

MAUVAISE UTILISATION PEUT CAUSER DES BLESSURES OU 

DOMMAGES MATÉRIELS. 

INSTRUCCIONES DE OPERACION

LEA EL MANUAL DE OPERACIÓN ANTES DE USARSE.  L
A OPERACIÓN 

INADECUADA PUEDE OCASIONAR LESIONES PERSONALES O DAÑOS 

A  L
AS PROPIEDADES. 

OPERATING IN
STRUCTIONS

READ OPERATING MANUAL BEFORE OPERATING MACHINE. 

IMPROPER OPERATION MAY RESULT IN
 PERSONAL IN

JURY OR 

PROPERTY DAMAGE.

1. Coloque todos los interru
ptores en la posición “O

FF” (A
PAGADO).

2. Conecte la fuente de energía a un tomacorrie
nte conectado a tie

rra
 de modo ad-

ecuado. P
ruebe el In

terru
ptor A

ccionado por C
orrie

nte de Pérdida a Tierra
 (G

FCI 

por s
us siglas en In

glés) (s
i h

ubiera) m
ediante lo

s procedimientos de re
inicio y 

prueba incorporados en dicho dispositiv
o. E

l G
FCI d

ebe re
iniciarse y ponerse a 

prueba cada ve
z que se use.

3. Asegure la m
anguera de alta presión, p

istola y va
rilla

 al acoplador d
el to

macor-

rie
nte.

4. Conecte la manguera de suministro
 de agua y abra la lla

ve.

5. Sujete 

 la
 va

rilla
. C

oloque el in
terru

ptor d
e la

 bomba en la
 posición 

“ON” (E
NCENDIDO).

6. Coloque la perilla
 de contro

l de la válvula de gas en la posición “O
N” (E

NCENDI-

DO). E
l piloto se encenderá automáticamente cuando el quemador se encienda. 

7. A 
 de calentar e

l agua, coloque el in
terru

ptor d
el quemador e

n la posición “O
N” 

(ENCENDIDO) y ajuste el te
rm

ostato a la temperatura deseada.

8. Encienda el detergente y proceda con la lim
pieza.

9. Después de lim
piar:

 
A. Apague el detergente y enjuague.

 
B. Ponga el in

terru
ptor d

el quemador e
n la posición “O

FF” (A
PAGADO).

 
C. Deje que la máquina descargue agua por 2

 ó 3 minutos para que se  

 enfríe
 el serpentín.

 
D. Ponga el in

terru
ptor d

e la bomba en la posición “O
FF” (A

PAGADO).

 
E. Presione la pistola para aliviar la

 presión del sistema.

 
F. 

Cierre
 el suministro

 de agua.

1. Mettez tous les interru
pteurs en positio

n “O
FF”.

2. Connectez le bloc d’alim
entation électriq

ue à une prise corre
ctement 

mise à la terre
. Testez le disjoncteur d

e fuite de terre
 (le

 cas échéant) 

à l’a
ide des procédures de ré

initia
lisation et d

’essai in
diquées sur le

 

disjoncteur. L
e disjoncteur d

oit ê
tre

 ré
initia

lisé et te
sté à chaque utili-

sation.

3. Fixe
z le tuyau à haute pression, le

 pistolet et le
 tube rig

ide au ra
ccord 

de sortie
.

4. Connectez le tuyau à eau et fa
ites couler l’e

au.

5. Tenez le tu
be rig

ide ferm
ement. M

ettez l’in
terru

pteur d
e la pompe en 

positio
n “O

N”.

6. Tournez le
 bouton du ro

binet d
e gaz en positio

n “O
N”.  

La ve
ille

use 

s’allume automatiquement lo
rsque l’in

terru
pteur du brûleur est m

is sur 

“ON”.

7. Pour chauffer l’e
au, m

ettez l’in
terru

pteur d
u brûleur sur “O

N” et ré
glez 

le therm
ostat à la température vo

ulue.

8. Active
z le détergent et commencez le nettoyage.

9. Après le nettoyage :

 
A. Coupez le détergent et ri

ncez.

 
B. Mettez l’in

terru
pteur d

u brûleur sur “O
FF”.

 
C. Laissez la machine évacuer l’e

au pendant 2 à 3 minutes, le
  

 temps que la bobine re
fro

idisse.

 
D. Mettez l’in

terru
pteur d

e la pompe sur “O
FF”.

 
E. Actionnez le pistolet pour ré

duire la pression du système.

 
F. 

Coupez l’e
au.

WARNING

PRECAUCION / A
VERTISSEMENT

TO REDUCE THE RISK 

OF IN
JURY READ 

OPERATOR’S MANUAL 

CAREFULLY BEFORE 

USING. THIS MACHINE 

TO BE USED ONLY BY 

QUALIFIED OPERATORS.

LEA EL MANUAL OPERACION ANTES 

DE USARSE. E
STE EQUIPO DEBE SER 

USADO SOLAMENTE POR OPERA-

DORES CALIFICADOS.

LIRE LE MANUEL DE L’O
PERATEUR 

AVANT UTILISATION. C
ET APPAREIL 

DOIT ETRE UTILISE PAR DES OPERA-

TEURS QUALIFIES.

RISK OF IN
JURY— 

PROTECTIVE EYE-

WEAR AND CLOTHING 

MUST BE WORN. 

when operating th
is 

machine.

PROTEJASE LOS OJOS CU-

ANDO se opere este equipo.

DES LUNETTES DE SECURITE 

DOIVENT ETRE PORTEES 

lorsque vo
us operez cet a

ppareil.

RISK OF  

ASPHYXIATION.  U
se 

only in well v
enti-

lated area.

RIESGO DE ASFIXIA. U
se el 

producto en un area de ve
nti-

lación adecuada.

RISQUE D’ASPHYXIE. U
tilis

er 

dans un endroit b
ien aéré.

RISK OF  

ELECTROCUTION. C
onnect o

nly to
 

properly grounded outlet. K
eep all c

on-

nections dry and off t
he ground. K

eep 

spray away fro
m electric

al w
irin

g and 

components. D
isconnect fr

om electric
al 

supply before servicing.

RIESGO DE ELECTROCUCIÓN —
 Co-

necte el enchufe en un contacto adecuado. 

Mantenga to
das las connecciones secas 

y arrib
a del suelo. N

o ro
cie componentes 

eléctric
os. D

esconecte la 

corrie
nte eléctric

a antes de 

dar s
ervicio.

RISQUE 

D’ELECTROCUTION 

—  R
elier à

 des prises avec 

mise à la te
rre

 seulement. 

Tous les 
 doive

nt ê
tre

 

maintenus secs et é
tre

 sus-

pendus. N
o jamais projeter 

de l’e
au sur le

s com-

posantes et 
 électriq

ues. 

Couper l’a
lim

entatation 

électriq
ue avant d

e faire
 une 

réparation.

RISK OF IN
JECTION OR SE-

VERE IN
JURY TO PERSONS.  

Keep clear o
f n

ozzle. 

HOT DISCHARGE FLUID —
Do 

not to
uch or d

ire
ct d

ischarge 

stre
am at p

ersons.

RIESGO DE PENETRACIÓN O 

LESIONES SEVERAS A PERSO-

NAS. M
anténgase fu

era del alcance 

de boquilla
. 

DESCARGA DE AGUA CALIENTE 

A ALTA PRESION —
 No to

que 

ni dirija
 el 

 del agua a otra
s 

personas.

RISQUE DE BLESSURES. S
e te

nir 

loin des buses. 

EAU CHAUDE SOUS PRESSION A 

LA SORTIE —
 Ne pas dirig

er le
 jet 

d’eau ve
rs des personnes.

SPRAY GUN KICKS BACK 

— Hold with both hands.

LA PISTOLA SE MUEVE CON 

LA PRESIÓN —
 Sostenga con las 

dos m
anos.

LA POIGNEE PISTOLET RE-

POUSSE —
 Tenir à

 deux m
ains.

RISK OF IN
JURY—HOT  

SURFACES CAN CAUSE 

BURNS —
 Use only 

designed grip
ping areas of 

spray gun and wand.

SUPERFICIES CALIENTES 

— Use solamente las áreas 

aisladas del gatillo
 y la lanza.

SURFACES CHAUDES —
 

Toucher s
eulement le

s partie
s 

isolées des poignée pistolets 

et la
nces.

RIESGO DE EXPLOSION —
 Use 

el producto en áreas donde el fu
ego 

o lla
ma sean perm

itid
os. N

o ro
cie 

liquidos 

RISQUE D’EXPLOSION —
 Utilis

er 

aux endroits où une 

 nue est 

perm
ise. N

e pas va
poriser d

e liq
uides 

RISK OF  

EXPLOSION.  O
perate only 

where open 
  

or to
rch is perm

itte
d.  

Do not spray 

 

liquids.

RISQUE DE FEU OU D’EXPLOSION

RIESGO DE IN
CENDIO O EXPLOSIÓN

RISK OF FIRE OR EXPLOSION

• 
Machine needs to

 be in
stalled on non-combustib

le 

 with m
inimum clearance of 18”.

  
Before lig

hting, s
mell a

ll a
round th

e appliance area fo
r 

gas. Be sure to smell n
ext to

 the 
 because some gas 

is heavier th
an air a

nd will s
ettle

 on the 
 If y

ou smell 

gas, i
mmediately call y

our gas supplier fo
r in

stru
ctions. I

f 

gas supplier can not be reached, call th
e 

 departm
ent.

  
Do not use tools to push in or tu

rn the gas contro
l knob. 

If k
nob will n

ot p
ush in

 or tu
rn by hand, call a

 

 

service technician. U
sing force or a

tte
mpting re

pair m
ay 

result in
 a 

 or e
xplosion.

  
Should pilot o

utage occur, t
urn contro

l k
nob to

 O
FF 

positio
n. W

ait 5
 m

inutes before re
lighting.

  
Do not u

se th
is equipment if

 any part h
as been under 

water. I
mmediately call a

 service te
chnician to

 in
spect 

for re
pair.

  
El equipo debe ser in

stalado sobre un piso re
sistente 

al in
cendio, con un espacio lib

re de 18” m
inimo.

  
Antes de encender, o

lfatee alre
dedor d

el aparato para 

detectar g
as. E

sté seguro de re
visar c

erca del p
iso, 

porque cierto
s gases son m

ás pesados que el aire
. S

i 

olfatea gas, a
vise in

mediatamente a su proveedor d
e 

gas. Al no localizar e
l proveedor, ll

ame a los bomberos.

  
No use herra

mientas para m
over e

l c
ontro

l d
el g

as. 

Si la
 m

anija no se puede operar c
on la m

ano, lla
me a 

un té
cnico capacitado. F

orzar o
 in

tentar re
parar e

ste 

contro
l puede re

sultar e
n un incendio o explosión.

  
En el caso de apagarse el p

iloto, a
pague y espere 5 

minutos antes de encender.

  
No utilic

e este equipo en el caso que hubiera estado 

sumergido en agua parcial o
 to

talmente un compo-

nente. C
onsulte con un té

cnico de servicio.

  
Ne pas in

staller c
e m

achine aux endroits où il 
y a des 

combustibles (m
ême les plancher) d

edans un demi-m
ètre

.

  
Avant l’

allumage, 

 autour d
e l’a

ppareil p
our d

es 

senteurs de gaz. 

 les odeurs près du plancher c
ar 

certa
ins gaz sont plus lourds que l’a

ir e
t s’accumulent sur 

le plancher. S
i vo

us détectez une odeur d
e gaz, a

ppelez 

immédiatement v
otre

 fo
urnisseur d

e gaz. S
i c

elui-ci n
e 

peut ê
tre

 joint, a
ppeler le

 départe
ment d

es incendies.

  
Ne pas utilis

er d’outils
 pour pousser ou tourner la

 soupape 

de contrô
le du gaz. S

i la
 soupape ne peut être

 enfoncée ou 

tournée à la main, appeler un technicien 

 Forcer ou 

essayer d
e ré

parer p
eut causer u

n feu ou une explosion.

  
Si le

 pilote s’éteint, t
ourner la

 soupape de contrô
le en 

positio
n OFF. A

tte
ndre 5 m

inutes avant d
e ré

allumer.

  
Ne pas utilis

er cet équipement si une partie
 a été im

mergée 

dans l’e
au. A

ppeler u
n te

chnicien pour in
specter c

elui-ci.

8.900-990.0
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ITEM PART NO. DESCRIPTION QTY
 1 8.924-153.0 Assy, Panel, Side Coil 1

 2 8.924-154.0 Assy, Panel, Front Coil 1

 3 8.924-155.0 Assy, Panel, Front Coil 2

 4 9.802-073.0 Weather Strip, 1/8" x 1/2" 11.5

 5 9.803-551.0 Screw, 5/8" x 3/4", Whiz Loc 13

 6 8.902-773.0 Bracket, Corner Edge, Coil End 1

 7 8.902-772.0 PMP Corner, Edge, PMP End 1

 8 8.923-350.0 Panel, Rear Cover 1

 9 8.718-897.0 Nut, 5/16" Speed 6

 10 8.900-990.0 Label, Instructions, Warnings 1

 ITEM PART NO. DESCRIPTION QTY

 11 8.932-965.0 Label, Warning, Exposed Pulley 1

 12 8.751-055.0 Rivet, Aluminum 3/16" DIA. 
   062-.125 Grip 42

 13 9.706-548.0 ▲ Grommet, 2-1/2" 1

 14 8.920-777.0 Lid, Pump Motor, Cover 1

 15 9.800-006.0 Label, Hot/Caliente 1

 16 8.719-081.0 Latch, Spring, Flush Head 1

 17 9.804-301.0 Rivet, 1/8" x 1/4" 2

   ▲ Not Shown

PANEL & DOORS PARTS LIST



9.803-324.0-AD • Manual, Dealer, Hotsy 900-1400

D
E

A
L

E
R

’S
 M

A
N

U
A

L
  P

R
E

S
S

U
R

E
 W

A
S

H
E

R
  

38

HOSE, GUN & WAND ASSEMBLY

HOSE, GUN & WAND ASSEMBLY PARTS LIST

5

4
2

1

3

3

6,7,8

ITEM PART NO. DESCRIPTION QTY
 1 8.751-235.0 Gun, Hotsy, H1050, 5000 PSI, 
   10.4 GPM 1

 2 8.707-139.0 Nipple, 1/4" x 1/4" NPT ST 
   Male 1

 3 9.802-164.0 Coupler, 1/4" Female, Brass 2

 4 8.725-389.0 Wand, Single, 36" Insulated, 
   w/Side Grip 1

 5 8.917-061.0 Hose, 3/8" x 50', 2-Wire, 
   Tuff Skin 1

 6 8.712-349.0 Nozzle, 4.5 Red 
   (1400 Series) 1

  8.712-357.0 Nozzle, 5.5 Red (943P, 943N,  
   944P, 942P, 944N, 942N, 945P,  
   945N) 1

  8.712-353.0 Nozzle, 5.0 Red (921N, 926N,) 1 

 7 8.712-350.0 Nozzle, 4.5 Yellow 
   (1400 Series) 1

  8.712-358.0 Nozzle, 5.5 Yellow (943P, 943N,   
   944P, 942P, 944N, 942N, 945P,   
   945N) 1

  8.712-354.0 Nozzle, 5.0 Yellow (921N, 926N)  1

ITEM PART NO. DESCRIPTION QTY
8  8.712-352.0 Nozzle, 4.5 White 
   (1400 Series) 1

  8.712-360.0 Nozzle, 5.5 White (943P, 943N,   
   944P, 942P, 944N, 942N, 945P,  
   945N) 1

  8.712-356.0 Nozzle, 5.0 White (921N, 926N) 1

 REPLACEMENT PARTS 
  8.701-663.0 Valve Assembly, Unitized 1
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TROUBLESHOOTING

SYMPTOM POSSIBLE CAUSES CORRECTIVE ACTION

PRESSURE 
WASHER WILL 
NOT RUN

Pump switch in OFF position Place switch in ON position.

Power supply disconnected Connect power supply.

Fuse blown or circuit breaker 
tripped in electrical supply line

Replace fuse or reset circuit breaker. 
Use only circuits of adequate capacity.

Motor circuit overload tripped Allow suffi cient time for motor to cool down. 
Place pump switch in ON position.

PRESSURE WASHER 
RUNS BUT 
WON'T SPRAY

Trigger of trigger gun released Squeeze trigger.

Water supply not turned on Open water supply valve.

Clogged pressure nozzle Clean pressure nozzle opening.

Inlet water screen clogged Check screen and clean if necessary.

Pump sucking air Fill the detergent container and check for 
loose hose clamps or fi ttings.

LOW SPRAY 
PRESSURE 
AT NOZZLE

Inadequate water supply Fully open faucet. Check for kinked or 
damaged hose. Use 5/8" minimum hose. 
Check for debris clogging inlet screen.

Partially clogged or damaged 
pressure nozzle

Clean or replace.

Air being drawn through 
detergent inlet line

Refi ll detergent container. Ensure that pick-
up screen is fully immersed.

UNEVEN SPRAY 
PATTERN

Partially clogged or damaged 
pressure nozzle

Clean or replace.

PRESSURE 
WASHER
WILL NOT 
PRODUCE
HOT WATER

Burner switch in OFF position Place switch in ON position.

Gas valve switch in OFF position Place switch in ON position.

Inadequate fuel supply Check fuel supply.

Pump switch turned off Pump must be running before burner will 
light.
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TROUBLESHOOTING

SYMPTOM POSSIBLE CAUSES CORRECTIVE ACTION

PRESSURE 
WASHER WILL 
NOT PRODUCE 
HOT WATER
(Continued)

Inadequate water supply Fully open faucet. Check for kinked or 
damaged hose. Use 5/8" minimum hose. 
Check for debris clogging inlet screen.

Trigger of trigger gun released Squeeze trigger. Water must be spraying for 
burner to light.

Thermostat set too low, or 
defective

Raise thermostat setting. Replace if 
defective.

Manual gas valve not open Turn ON gas valve.

Defective gas valve Replace gas valve.

POOR OR NO 
DETERGENT FLOW

Inadequate detergent supply Refi ll detergent container. Ensure that 
pick-up screen is fully immersed.

Detergent screen or hose clogged Clean. Always start with a clean detergent 
container.

Clogged detergent injector check 
valve

Clean check valve at detergent injector.

POOR 
CLEANING

Improper detergent concentration 
or mixing

Mix detergent per manufacturer's instructions. 
Ensure that powdered detergents are fully 
dissolved.

Wrong detergent for the application Select appropriate detergent.

Rinsing with hot water A fi nal rinse with cold water will reduce water 
spotting.

Detergent valve not opening Check that handle or knob is not slipping on 
shaft.

UNLOADER 
CYCLES WHEN 
TRIGGER GUN IS 
OPENED OR 
CLOSED

Air in system Open and close trigger gun several times.

Unloader defective Replace if defective.

Water leak between unloader valve 
and trigger gun

Check fi ttings, hose and trigger gun for leaks.  
Repair or replace.

BURNER 
SMOKES OR HAS 
OBNOXIOUS ODOR

Stack restriction See Venting under Installation.

PRESSURE 
RELIEF 
VALVE
LEAKING

Excessive pressure due to 
defective unloader valve

Replace unloader valve.

Defective relief valve Replace relief valve.

Dirty relief valve Clean relief valve seat
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BURNER TROUBLESHOOTING

PROBLEM POSSIBLE CAUSE SOLUTION

HAVE PILOT 
FLAME,  MAIN 
BURNER WILL 
NOT TURN ON 

Faulty main valve coil in the
gas valve

Set test meter to 24 volt scale.

Faulty ignitor/sensor and/or its 
wiring

With pilot fl ame on ignitor/sensor, probe terminals 
MV and MV/PV on the ignition control unit. If you 
read 24 volts here, but not at the gas valve, 
there is a loose wiring connection. Repair or 
replace as needed.

Ground wire not attached to 
machine chassis

If you do read 24 volts at MV and MV/PV and 
the pilot fl ame is impinging on the ignitor/sensor 
rod, the problems may be:

Faulty ignition control unit a. Faulty ignitor/sensor and/or its wiring.

b. Faulty ignition control unit.

Set test meter to the ohm scale. Turn burner 
switch off.

Check continuity through the green ground 
wire and its connections.

Reconnect the ignitor/sensor wire and the 
ground wire.

Turn burner switch on. With the pilot burning and 
the fl ame on the ignitor/sensor rod, the main 
burner should turn on. If it does not, replace the 
ignition control unit.

SHORT-CYCLING 
OF MAIN BURNER. 
MAIN  BURNER 
TURNS OFF BEFORE 
THE BURNER SWITCH 
OR FLOW SWITCH 
IS TURNED OFF

 

Draft condition pulls fl ame 
from ignitor/sensor rod.

Check the thermostat by bypassing at 
terminals P1 & 1.

Set thermostat high. With main burner on, 
observe the pilot fl ame impingement on the 
ignitor/sensor.

Faulty thermostat or water 
temperature is too high

If pilot fl ame is small and draft condition pulls 
fl ame from ignitor sensor rod, the burner will turn 
off and then on again. a. Adjust pilot fl ame higher 
or clean pilot oriface. b. Bend ignitor/sensor rod 
closer to pilot fl ame.

If fl ame impingement on the ignitor/sensor is 
stable and the system short-cycles, check the 
limit switch.

Set test meter to 110 volt scale; 
a. When the system cycles off, probe 
the switch terminals of the limit switch. 
b. If you read 24V accross the switch 
terminals the limit switch is open. 
Replace the limit switch.

A pilot fl ame set too high will also cause burner 
to short cycle. Pilot fl ame lifts over ignitor/sensor.
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BURNER TROUBLESHOOTING

PROBLEM POSSIBLE CAUSE SOLUTION

FLOW & BURNER 
SWITCH ON; 
NO SPARK, 
NO PILOT GAS

A. No main power

B. Faulty transformer

C. Faulty burner & fl ow switch

D. Faulty ignition control unit

With power switch on, open trigger on spray gun 
and set your test meter to the 24 volt scale. Probe 
terminals 24V and 24V(GND). If you do not read 
24 volts, the problem is not the ignition system. 
Perform normal system checks of main power, 
transformer, thermostat and the limit control. If you 
do read 24 volts at TH and GND, the problem is in 
the ignition system. Check for loose or defective 
wiring. If wiring is good, replace the ignition control 
unit.

HAVE SPARK, 
NO PILOT 
GAS FLOW

Main gas supply turned off Set test meter to 24 volt scale.

1. Be sure main gas valve (gas cock or selector 
arm) is turned on.

2. With gas on and system sparking, probe 
terminals PV and 24V(GND). If pilot gas does 
not fl ow with 24 volts at these terminals, replace 
gas valve.

3. Probe terminals PV and MV/PV.  If 24 volts not 
present, replace ignition control box.

HAVE PILOT 
GAS, NO SPARK

A. Defective ignitor/
sensor and or its wiring

Set test meter to ohm scale.

1. Disconnect the wire from the IGN terminal on 
the ignition control unit.

B. Faulty ignition control unit 2. Touch one meter probe to the tip of the ignitor/
sensor rod in the pilot. Touch the other probe 
to the quick connect at the other end of ignitor/
sensor wire.

3. If you have continuity from the tip of the ignitor/
sensor rod to the connector and no spark, replace 
the ignition control unit.

4. If you do not have continuity through wire 
and the ignitor/sensor, check for a loose wire 
connection in the wire. Repair as needed.

5. Check to see if spark shorts to burner ring 
through a cut in the ignitor wire.
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TROUBLESHOOTING

GAS-FIRED SERIES OPTIONAL EQUIPMENT
 835526 Draft Diverter, 8"

When ordering from your dealer, please provide the following:

Model Number: _____________________Release:___________

Machine Serial Number: ________________________________

Component Part Number: _______________________________

Description: __________________________________________

IMPORTANT
If the pressure washer demonstrates other symptoms or the corrective actions 
listed do not correct the problem, contact the local authorized Hotsy Service 
Center. The Hotsy Service Center can be identifi ed by visiting www.hotsy.com.
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SPECIFICATIONS

Model Nozzle Motor
Motor    

HP Contactor Overload
Trans-
Former Pump

Pump
Pulley Belts

943P 5.5 8.715-142.0     5 8.724-280.0 8.724-305.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-707.0

943N 5.5 8.715-142.0     5 8.724-280.0 8.724-305.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-707.0

944P 5.5 8.751-013.0     5 8.724-269.0 8.724-304.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-707.0

942P 5.5 8.715-092.0     5 8.724-269.0 8.724-304.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-707.0

944N 5.5 8.751-013.0 5 8.724-269.0 8.724-304.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-707.0

942N 5.5 8.715-092.0     5 8.724-269.0 8.724-304.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-707.0

945P 5.5 8.751-013.0     5 8.724-269.0 8.724-303.0 8.716-886.0 8.923-165.0 8.715-592.0 8.715-707.0

945N 5.5 8.751-013.0     5 8.724-269.0 8.724-303.0 8.716-886.0 8.923-165.0 8.715-592.0 8.715-707.0

926P 5.5 8.751-009.0     5 8.724-269.0 8.724-303.0 8.716-884.0 8.923-165.0 8.715-592.0 8.715-707.0

926N 5.5 8.751-009.0     5 8.724-269.0 8.724-303.0 8.716-884.0 8.923-165.0 8.715-592.0 8.715-707.0

1453P 4.5 8.715-097.0    7.5 8.724-283.0 8.724-306.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-706.0

1453N 4.5 8.715-097.0    7.5 8.724-283.0 8.724-306.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-706.0

1454P 4.5 8.751-014.0    7.5 8.724-275.0 8.724-304.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-706.0

1452P 4.5 8.715-101.0    7.5 8.724-275.0 8.724-305.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-706.0

1454N 4.5 8.751-014.0    7.5 8.724-275.0 8.724-305.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-706.0

1452N 4.5 8.715-101.0    7.5 8.724-275.0 8.724-305.0 9.803-662.0 8.923-165.0 8.715-592.0 8.715-706.0

1455P 4.5 8.751-014.0    7.5 8.724-269.0 8.724-312.0 8.716-886.0 8.923-165.0 8.715-592.0 8.715-706.0

1455N 4.5 8.751-014.0    7.5 8.724-269.0 8.724-312.0 8.716-886.0 8.923-165.0 8.715-592.0 8.715-706.0

921P 5.0 8.715-128.0    6.2 8.724-280.0 8.724-306.0 9.803-662.0 8.751-180.0 9.802-391.0 8.710-761.0

921N 5.0 8.715-128.0    6.2 8.724-280.0 8.724-306.0 9.803-662.0 8.751-180.0 9.802-391.0 8.710-761.0

1451P 4.5 8.715-162.0    8.2 8.724-283.0 8.724-306.0 9.803-662.0 8.751-180.0 8.715-593.0 8.710-761.0

1451N 4.5 8.715-162.0    8.2 8.724-283.0 8.724-306.0 9.803-662.0 8.751-180.0 8.715-593.0 8.710-761.0

1456P 4.5 8.751-005.0    8.2 8.724-269.0 8.724-303.0 8.716-884.0 8.751-180.0 8.715-593.0 8.710-761.0

1456N 4.5 8.751-005.0    8.2 8.724-269.0 8.724-303.0 8.716-884.0 8.751-180.0 8.715-593.0 8.710-761.0

1473P 5.5 8.751-236.0    10 8.724-283.0 8.724-307.0 9.803-662.0 8.751-180.0 9.804-060.0 8.710-756.0

1473N 5.5 8.751-236.0    10 8.724-283.0 8.724-307.0 9.803-662.0 8.751-180.0 9.804-060.0 8.710-756.0

1474P 5.5 8.751-015.0    10 8.724-280.0 8.724-305.0 9.803-662.0 8.751-180.0 9.804-060.0 8.715-705.0

1474N 5.5 8.751-015.0    10 8.724-280.0 8.724-305.0 9.803-662.0 8.750-746.0 9.804-060.0 8.715-705.0

1475P 5.5 8.715-109.0    10 8.724-283.0 8.724-306.0 9.803-662.0 8.750-746.0 9.804-060.0 8.715-701.0

1475N 5.5 8.715-109.0    10 8.724-283.0 8.724-306.0 9.803-662.0 8.750-746.0 9.804-060.0 8.715-701.0
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Model
Motor
Pulley

Motor
Bushing Burner Pilot

Gas
Valve

   
Fuse (2)        

943P 8.715-582.0 9.802-400.0 8.718-056.0 9.803-610.0  9.803-616.0 8.713-286.0

943N 8.715-582.0 9.802-400.0 8.718-055.0 9.803-610.0  9.803-616.0 8.713-286.0

944P 8.715-582.0 9.802-400.0 8.718-056.0 9.803-610.0  9.803-616.0 8.713-286.0

942P 8.715-582.0 9.802-400.0 8.718-056.0 9.803-610.0  9.803-616.0 8.713-286.0

944N 8.715-582.0 9.802-400.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-286.0

942N 8.715-582.0 9.802-400.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-286.0

945P 8.715-582.0 9.802-400.0 8.718-056.0 9.803-610.0 9.803-616.0 8.713-080.0

945N 8.715-582.0 9.802-400.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-080.0

926P 8.715-582.0 9.802-400.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-080.0

926N 8.715-582.0 9.802-400.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-080.0

1453P 8.715-582.0 9.802-401.0 8.718-056.0 9.803-610.0 9.803-616.0 8.713-286.0

1453N 8.715-582.0 9.802-401.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-286.0

1454P 8.715-582.0 9.802-401.0 8.718-056.0 9.803-610.0 9.803-616.0 8.713-286.0

1452P 8.715-582.0 9.802-401.0 8.718-056.0 9.803-610.0 9.803-616.0 8.713-286.0

1454N 8.715-582.0 9.802-401.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-286.0

1452N 8.715-582.0 9.802-401.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-286.0

1455P 8.715-582.0 9.802-401.0 8.718-056.0 9.803-610.0 9.803-616.0 8.713-080.0

1455N 8.715-582.0 9.802-401.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-080.0

921P 8.715-576.0 9.802-400.0 8.718-056.0 9.803-610.0 9.803-616.0 8.713-286.0

921N 8.715-576.0 9.802-400.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-286.0

1451P 8.715-576.0 9.802-400.0 8.718-056.0 9.803-610.0 9.803-616.0 8.713-286.0

1451N 8.715-576.0 9.802-400.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-286.0

1456P 8.715-576.0 9.802-400.0 8.718-056.0 9.803-610.0 9.803-616.0 8.713-080.0

1456N 8.715-576.0 9.802-400.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-080.0

1473P 9.803-299.0 9.802-401.0 8.718-056.0 9.803-610.0 9.803-616.0 8.713-286.0

1473N 9.803-299.0 9.802-401.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-286.0

1474P 9.803-299.0 9.802-402.0 8.718-056.0 9.803-610.0 9.803-616.0 8.713-286.0

1474N 9.803-299.0 9.802-402.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-286.0

1475P 9.803-299.0 9.802-402.0 8.718-056.0 9.803-610.0 9.803-616.0 8.713-286.0

1475N 9.803-299.0 9.802-402.0 8.718-055.0 9.803-610.0 9.803-616.0 8.713-286.0

SPECIFICATIONS
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HM.3 SERIES PUMP EXPLODED VIEW

HM.3 SERIES PUMP EXPLODED VIEW PARTS LIST

ITEM PART NO.  DESCRIPTION  QTY
 1  8.751-216.0  Crankcase  1

 2* See Kits Below Plunger Oil Seal 3

 3* See Kits Below O-Ring Ø1.78 x 31.47 3

 4* See Kits Below  Pressure Ring 3

 5* See Kits Below U-Seal 3

 6* See Kits Below Intermediate Ring 3

 7* See Kits Below U-Seal 3

 8 9.803-199.0 Washer, Copper 1

 9 9.802-926.0 Plug, Brass 1/2 1

 10 8.751-218.0 Manifold Head 1

 11* See Kits Below O-Ring Ø2.62 x 17.13 6

 12* See Kits Below Valve Assembly 6 

 13* See Kits Below O-Ring Ø2.62 x 20.29 6

 14 9.802-928.0 Valve Plug 6

 15 9.802-938.0 Manifold Stud Bolt 8

 16 9.802-884.0 Washer 16

 17 9.803-198.0 Copper Washer 3/8 1

TORQUE 
SPECS

Item # Ft.-lbs

14 75

15 30

23 8

33 9

43 13

48 7.6

ITEM PART NO.  DESCRIPTION  QTY
 18 9.802-925.0 Brass Plug 3/8 2

 23 9.802-944.0 Hexagonal Screw 8

 24 8.717-210.0 Closed Bearing Housing 1

 25 9.803-192.0 O-Ring Ø1.78 x 60.05 2

 26 8.933-011.0 Tapered Roller Bearing 2

 27 8.751-222.0 Crankshaft (3540) 1
  8.751-223.0 Crankshaft (4030, 4035)  1
  8.717-063.0 Crankshaft (4031) 1

 28 9.803-167.0 Crankshaft Key 1

 29 9.802-921.0 Oil Dip Stick 1

 30 9.803-140.0 Crankshaft Seal 1

 31 9.803-178.0 Shim 2

 32 8.717-209.0 Bearing Housing 1

 33* See Kits Below Plunger Nut, M8 3

 34* See Kits Below Copper Spacer 3

 35* See Kits Below Plunger 3

 36* See Kits Below Copper Spacer 3
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HM.3 SERIES PUMP EXPLODED VIEW PARTS LIST

ITEM PART NO.  DESCRIPTION  QTY
 37*  See Kits Below O-Ring 3

  38* See Kits Below Tefl on Ring 3

  39 8.751-224.0 Plunger Rod 
   (4030, 4031, 4035) 3
  8.751-225.0 Plunger Rod (3540) 3

 40 9.803-158.0 Connecting Rod 3

 41 8.751-228.0 Connecting Rod Pin 3

 42 9.803-218.0 Spring Washer 6

 43 9.803-238.0 Connecting Rod Screw 6

 44 70-060009 O-Ring, Ø2.62 x 126.67 1

 45 8.751-229.0 Crankcase Cover 1

 46 9.803-197.0 O-Ring, Ø1.78 x 14 1

 47 9.803-202.0 Sight Glass 3/4 1

 48 9.802-939.0 Cover Screw 5

* Available in kit (See below)  

REPAIR KIT NO. 8.725-360.0 8.725-362.0 8.725-358.0 8.725-361.0 8.725-363.0 8.725-359.0 8.751-237.0 8.751-238.0

KIT 
DESCRIPTION

Plunger 
Seal
4035
18mm

Plunger 
Seal 4030, 

4031 
20mm

Plunger 
Seal
 3540
15mm

Complete 
Seal 

Packing
4035
18mm

Complete 
Seal 

Packing
4030, 4031

20mm

Complete 
Seal 

Packing 
3540
15mm

Plunger
4035
18mm

Plunger
4030, 
4031
20mm

ITEM NUMBERS 
INCLUDED 

3, 5, 7 3, 5, 7 3, 5, 7 3, 4, 5, 6, 7 3, 4, 5, 6, 7 3, 4, 5, 6, 7
33, 34, 35, 
36, 37, 38

33, 34, 35, 36, 
37, 38

NO. OF 
CYLINDERS KIT 
WILL SERVICE

3 3 3 1 1 1 1 1

REPAIR KIT NO. 8.933-023.0 9.802-603.0 9.802-609.0

KIT 
DESCRIPTION

Plunger
3540
15mm

Complete 
Valve

Plunger 
Oil 

Seals

ITEM NUMBERS 
INCLUDED 

33, 34, 35, 
36, 37, 38

11, 12, 13 2

NO. OF 
CYLINDERS KIT 
WILL SERVICE

1 6 3
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VB9 UNLOADER EXPLODED VIEW AND PARTS LIST

 ITEM   PART #  DESCRIPTION    QTY

 1 29.0087.51 Sst Clip 1

 2 29.0089.84 Plastic Housing 1

 3 16.3020.00 2.5 x 12 mm Screw 2

 4 29.0088.84 Cover 1

 5 10.3206.01* O-Ring, 2.62 x 28.25mm 1

 6 12.5006.00 El. Cable and Microswitch 1

 7 29.0109.84 Red Nut (25 Bar) 1

 8 10.3169.00* O-Ring, 2.62 x 6.02 mm 1 

 9 10.3038.00* O-Ring, 1.78 x 3.68 mm 1

 10 14.3519.00 Washer, 4 x 8 mm 1

 11 60.2303.51 Spring 1

 12 29.0086.31 Washer, 4 x 16 mm 1

 13 60.2351.31 Pin 1

 14 60.2353.31 Seat Fitting 1

 15 10.3165.00* O-Ring, 2.62 x 2.84 1

 16 10.4018.00* Back Ring, 3.2 x 7.5 mm 1

 17 30.4115.31 M 10 Plug 1

 18 60.2352.51 Sst Pin 1

 19 10.3073.00* O-Ring, 1.78 x 23.52 mm 1

 20 10.3072.50* O-Ring, 1.78 x 21.95 mm 1

 21 10.3070.02* O-Ring, 1.78 x 18.77 mm 2

 22 60.0733.35 Manifold 1

 23 11.4540.00 Sst M6 Nut 1

 24 60.2221.20* VB8/9 Seat and Shutter 1

 25 10.3001.01* O-Ring, 1 x 4 mm 1

 26 10.3066.01 O-Ring, 1.78 x 15.6 mm 1

 ITEM   PART #  DESCRIPTION    QTY

 27 60.2210.31 Spacer 1

 28 60.2202.51 VB 9 Piston 1

 29 10.3170.08 O-Ring, 2.62 x 7.6 mm 1

 30 10.4021.00 Back Ring, 11.4 x 15.9 mm 2

 31 10.3175.00 O-Ring, 2.62 x 10.77mm 1

 32 28.0013.31 Brass, 1/4 Bsp Plug 1

 33 14.3911.00 1/4" Copper Washer 1

 34 60.2201.35 VB9 Brass Body 1

 35 15.1021.00 Pin 3 x 14 mm 1

 36 10.3213.00 O-Ring 3 x 6 mm 1

 37 60.0052.31  Check Valve 1

 38 60.0053.51 Spring 1

 39 60.0058.31 3/8 Bsp F Outlet Fitting 1

 40 60.2203.61 4.2 mm Spring 1

 41 60.2207.31 M8 Nut 1

 42 60.2208.84 Spring Washer 1

 43 16.2105.00 M5 x 6 mm Dowel 1

 44 60.2252.31 Spring Nut 1

 45 60.2253.31 Adjustment Nipple 1

 46 11.4589.10 M8 Nut 1

 47 16.1838.00 M4 Tc Screw 1

 48 60.2251.84 Plastic Knob 1

 49 14.3582.00 Washer, D 30 mm 1

 50 60.2254.31 M30 Nut 1

 51 29.0096.24 PR 5 pl. Housing Kit 1
*KIT 8.704-548.0 VB9.01+PR5 Spare Parts Kit, 14x1 pcs 

921580
8.715-489.0
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900/1400  3 PH W/ELEC IGNITION



Form #9.803-324.0  •  Printed in U.S.A.

If you need SERVICE on your pressure washer, contact your local Hotsy
dealer or visit www.Hotsy.com. Smart phone users scan the code below to

link directly to the Service Request page.

To REGISTER your pressure washer, please visit our Warranty Registration 
page at www.hotsy.com/WarrantyRegistration.aspx or scan the code  

below with your smart phone.


